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I. CONTACT INFORMATION

Facility Location:

Permittee/Owner:

Permittee/Operator:
(if not Owner)

Responsible Official:
Title:
Company:

Address:

Telephone Number:
Fax Number:

Facility Contact:
Title:

Telephone Number:
Fax Number:
E-mail Address:.

EPA Contact:

uss et-tvop.doc

U.S. Steel Edgar Thomson Plant
13" Street and Braddock Avenue
Braddock, PA 15104

United States Steel Corporation
13" Street and Braddock Avenue
Braddock, PA 15104

same as owner

Kurt Barshick
General Manager, Moni Valley Works
United States Steel £orporation
Mon Valley Wog
P.O. Box 878
Dravosburg, PA 15122
412-675-2600

ailto:cdavis@uss.com” ]

neer

ERLINK "mailto:hafeez.ajenifuja@alleghenycounty.us" ]

Chief Engineer

Allegheny County Health Department

Air Quality Program

301 39th Street, Building #7

Pittsburgh, PA 15201-1811

[ HYPERLINK "mailto:agpermits@alleghenycounty.us"” |

Enforcement Programs Section (3AP12)
USEPA Region 11

1650 Arch Street

Philadelphia, PA 19103-2029
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Title ¥ Ooerating Permil #0031-0P27

II. FACILITY DESCRIPTION

The U.S. Steel Edgar Thomson Plant (ET) is an iron and steel making facility that produces mainly steel slabs. Raw
materials such as coke, iron-bearing materials, and fluxes are charged to blast furnaces in the iron making process.
Molten metal (iron) is tapped from the blast furnace at the casthouse into transfer ladles. The hot metal is then
transferred to a hot metal mixer or direct pour station in preparation for desulfurization. For desulfurization, a
reagent is added to the hot metal, causing sulfur and other impurities to form and risg to the surface. Desulfurized
hot metal is then introduced into the basic oxygen process (BOP), where the hot nigdal.is transformed into molten
steel. Scrap, alloys, fluxes, and oxygen are also introduced at the BOP. Th d steel is tapped from the BOP
vessels and transferred to the ladle metallurgy facility (LMF) or Vacuum D(—:g> vhere the properties of the steel
can be more precisely refined according to customer specifications. To ditional refining at the LMF
or Vacuum Degasser, specific alloying materials are added to the proc uid steel is then charged
to the dual strand continuous caster mold. The steel slabs are formed 11 ster and are cut to length,
ground, slit as necessary, and shipped offsite. There are three Riley to generate steam,
heat, and electricity for the plant. The three primary fuels fo FG), Coke Oven
Gas, (COG), and Natural Gas (NG).

The facility has two (2) processes that are operated by an outside

1. BOP Slag Processing; and
2. Waste Product Recycling and Briquetting
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Title ¥ Ooerating Permil #0031-0P27

The emission units regulated by this permit are summarized in Table II-1:

TABLE I1-1 - Emission Unit Identification

Blast Furnace No. 1 e, Iron-
P00la ’ Casthouse Baghouse earing Materials, S002
Casthouse
Fluxes
POO1H Blast Furnace No. 1 None ,COG & 3001
Stoves
P0O01c BFG Flare N/A S003
P002a Blast Furnace No. 3 Casthouse Baghouse | S002
Casthouse
Blast Furnace No. 3 BFG, COG &
" k]
P002b Stoves Natural Gas 5004
. ] ot Metal (Iron),
P003 Basw(gggesnhpmce“ Fluxes, Scrap, | S005-S008
oP Alloy Additives
Steel (Liquid),
PO04 Ll'jidl?ﬁ/[etau brodictiony | Fwxes. Serap. $009
acility (Production) | \y0v Additives
3,467,500 TPY Steel (Liquid),
P00S Production) Fluxes N/A
1200000 TPy | Steel (Liquid),
(Production) Alloying S011
Materials, Fluxes
Blast Furnace Gas,
525 MMBtu/hr | Coke Oven Gas & S012
Natural Gas
Blast Furnace Gas,
525 MMBtu/hr | Coke Oven Gas & S013
Natural Gas
Blast Furnace Gas,
None 525 MMBtu/hr | Coke Oven Gas & S014
Natural Gas
F0O01 Blast Furnace Slag Pits N/A 581,565 TPY | Blast Furnace Slag N/A
Wet Suppression;
FO02 Plant Roads Chemical Treatment; N/A N/A N/A
Paved Road
Sweeping
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Title ¥ Ooerating Permil #0031-0P27

Dust Control
F0O03 Storage Piles (moisture content 2 acres Steel Slag NA
>1.5%)
Paint/Thinners & 795 gal /yr &
Foo4 Solvent Degreaser None 2,949 gal/yr NA NA
F0OO05s Pot Coat- Antifreeze None 911,138 Antifreeze NA
pound/yr
GEN-1 | Emergency Generator 1 None Diesel Fuel S001
GEN-1 | Emergency Generator 2 None S002
N/A WSAC (Mold Water) N/A NA
Cooling Tower
WSAC (Blast Furnace
NA Closed Loop) Cooling NA N/A N/A
Tower
Blast Furnace
N/A Recycling Cooling NA NA
Tower

N/A Caster Internal Machine NA NA
N/A NA NA
N/A NA NA
12,000 gpm NA NA

7,000 gpm NA NA
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Blast Furnaces 1 & 3 Raw Material Handling
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Blast Furnace No. 1 And Casthouse
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Blast Furnace No. 1 Miscellaneous Operations
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Blast Furnace No. 3 And Casthouse
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Blast Furnace Gas Flare
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Hot Metal Transfer and Desulfurization
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Title ¥ Ooerating Permil #0031-0P27

BAMIRRIG BAGHOL
Ay

z
1

§ FRU MATERISL

Hgal
i BebHG

BOP Shop

L

SRR
FLx 3 em».tf o

TGS BRNG
i ESHESENY

RAMBLING B i

AELDY ADVTRES

a5 SR STRRING

SO

&

o

WATEMY CTREL
T ARQVLITIGH

SLLTHE AT

H
R FOR RVRBIEY

6

TBOP SHOF

uss et-tvop.doc

[ PAGE ]

Proposed: May 26, 2022



Title ¥V Operating Permit #0051-0P22 |

BOP Shop Miscellaneous Operations
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Dual Strand Caster and Ladle Metallurgy Facility
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Dual Strand Caster and Ladle Metallurgy Facility Miscellaneous Operations
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Riley Boiler
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ajor Source

DECLARATION OF POLICY

Pollution prevention is recognized as the preferred strategy (over pollution control) for reducing risk to air
resources. Accordingly, pollution prevention measures should be integrated into air pollution control programs
wherever possible, and the adoption by sources of cost-effective compliance strategies, incorporating pollution
prevention, is encouraged. The Department will give expedited consideration to any permit modification request
based on pollution prevention principles.

S nd conditions constitute
cle XXI Air Pollution Control.
uipment shall be operated in

The permittee is subject to the terms and conditions set forth below. Thes
provisions of Allegheny County Health Department Rules and Regulation
The subject equipment has been conditionally approved for operation

application for this
permit, these terms and conditions and the applicable pro vail. Additionally,

nothing in this permit relieves the permittee from the obl

II1.
1.

_ g b authority granted by Article XXI. The
permittee shall not 2oligent - tht ailurg to provide and operate necessary control
equipment or to ions e any source of air contaminants in such manner that
emissions from '

2.

y provided in this permit, terms used retain the meaning accorded them under
isions and requirements of Article XXI or the applicable federal or state

b. Unless specified otherwise in this permit or in the applicable regulation, the term “year” shall
mean any twelve (12) consecutive months.

3. Conditions (§2102.03.c)

It shall be a violation of this permit giving rise to the remedies provided by Article XXI §2109.02, for any
person to fail to comply with any terms or conditions set forth in this permit.
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ajor Source

4, Certification (§2102.01)

Any report, or compliance certification submitted under this permit shall contain written certification by a
responsible official as to truth, accuracy, and completeness. This certification and any other certification
required under this permit shall be signed by a responsible official of the source, and shall state that, based
on information and belief formed after reasonable inquiry, the statements and information in the document
are true, accurate, and complete.

5. Transfers (§2102.03.¢)

n accordance with Article XXI
to the satisfaction of the
ich this permit was issued.
W 1th the administrative

ion and fee must be

This permit shall not be transferable from one person to another,
§2102.03.e and in cases of change-in-ownership which ar
Department, and shall be valid only for the specific sources and
The transfer of permits in the case of change-in-ownership may
permit amendment procedure of Article XXI §2103.
received by the Department at least 30 days before t

nded transfcr date.
6. Term (§2103.12.¢, §2103.13.a)
date of issuance, or such other shorter

he terms and conditions of an expired
ew operating permit provided the

a. This permit shall remain valid for five (5) years fi
period if required by the Clean Air Act, unless revokéy
permit shall automatically co endmg issuance
permittee has submitted a timely

Article XXI Part C, and the De

reissuin, :--of terminating the perrmt or to determine compliance with the permit. Upon request, the
permittee shall also furnish to the Department copies of any records required to be kept by the
permit.

b. Upon cause shown by the permittee the records, reports, or information, or a particular portion
thereof, claimed by the permittee to be confidential shall be submitted to the Department in
accordance with the requirements of Article XXI, §2101.07.d.4. Information submitted to the
Department under a claim of confidentiality, shall be available to the US EPA and the PADEP

uss et-tvop.doc [ PAGE ] Proposed: May 26, 2022



upon request and without restriction. Upon request of the permittee the confidential information
may be submitted to the USEPA and PADEP directly. Emission data or any portions of any draft,
proposed, or issued permits shall not be considered confidential.

10. Modification of Section 112(b) Pollutants which are VOCs or PM10 (§2103.12.£.7)

Except where precluded under the Clean Air Act or federal regulations promulgated under the Clean Air
Act, if this permit limits the emissions of VOCs or PM ¢ but does not limit the emissions of any hazardous
air pollutants, the mixture of hazardous air pollutants which are VOCs o

the Department with the next report required after each change.
11. Right to Access (§2103.12.h.2)

Upon presentation of credentials and other documents ' i rmittee shall allow
authorized Department and other federal, state, coun ' :

a. Enter upon the permittee's premises where a“permi i missions-related
activity is conducted, or where records are or s s of the permit;

b. Have access to, copy and remove, at reasonable ti ny records that must be kept under the

condltlons of the pernnt

As authorized by elthel Amcle
substances or parameters for the

12.

ing emission limitations, standards, or work practices.
ibe made consistent with General Condition [ REF

complance was continuous or intermittent;
ed for determining the compliance status of the source, currently and over the

All certification of compliance forms must be submitted to the Administrator as well as the
Department by March 31 of each year for the time period beginning January 1 of the previous year
and ending December 31 of the previous year. Compliance certifications should be submitted
online through the ACHD Air Quality Regulated Entities Portal (REP). If REP is not available,
written  notice should be sent to the Department at [ HYPERLINK
"mailto:aqreports@alleghenycounty.us" ].
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13. Record Keeping Requirements (§2103.12.5.1)
a. The permittee shall maintain records of required monitoring information that include the
following:

1) The date, place as defined in the permit, and time of sampling or measurements;
2) The date(s) analyses were performed;

3) The company or entity that performed the analyses;
4) The analytical techniques or methods used;

5) The results of such analyses; and

6) The operating parameters existing at the time of samplin

b. The permittee shall maintain and make available t&
1nc1udmg computerlzcd records that may be necess:

contaminant emissions.
14. Retention of Records (§2103.12.5.2)
The permittee shall retain records of all

least five (5) years from the date of the
information includes all calibration and

15.

2) One semiannual repott is due by J anuary 31 of each year for the time period beginning July 1
and ending December 31 of the previous year.

e. Reports should be submitted online through the ACHD Air Quality Regulated Entities Portal
(REP). If REP is not available, written notice should be sent to the Department at | HYPERLINK
"mailto:aqreports@alleghenycounty.us" ].
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Major Source

16.

17.

18.

19.

20.

21.

22.

Severability Requirement (§2103.12.1)
The provisions of this permit are severable, and if any provision of this permit is determined by a court of
competent jurisdiction to be invalid or unenforceable, such a determination will not affect the remaining

provisions of this permit.

Existing Source Reactivations (§2103.13.d)

n or production for a period of
quest to, and received a written
s shall meet all requirements

The permittee shall not reactivate any source that has been out of ope
one year or more unless the permittee has submitted a reactivation p
reactivation plan approval from, the Department. Existing source:deas
of Article XXI §2103.13.d.

Administrative Permit Amendment Procedures (§21/

Sources may apply for revisions and min fited basis in accordance with

Article XXI §2103.14.c and §2103.24.a.

as they apply to pe
the entire permit has

for any and all enforcement action, including, but not limited to, permit
reissuance, or modification, and denial of a permit renewal application.

Renewals (§2103 13 4. b., §2103.23.2. & b)

a. Renewal of this permit is subject to the same fees and procedural requirements, including those
for public participation and affected State and EPA review, that apply to initial permit issuance.
The application for renewal shall be submitted at least six (6) months but not more than eighteen
(18) months prior to expiration of this permit. The application shall also include submission of a
supplemental compliance review as required by Article XXI §2102.01.

b. If a timely and complete application for an Operating Permit renewal is submitted, consistent with
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this Subpart, but the Department, through no fault of the applicant, has failed to issue or deny the
renewal permit before the end of the term of the previous permit, then the permit shall not expire
until the renewal permit has been issued or denied and any applicable permit shield shall extend
beyond the original permit term until final action on the renewal application. Failure of the
Department to issue or deny a permit by the renewal date shall be an appealable action. The Court
of Common Pleas may require that the Department take action on an application without further

delay.

23. Reopenings for Cause (§2103.12.£.3, §2103.25.a)

a. This permit shall be reopened and reissued under any of t wing circumstances:

original permit or any of its terms and ¢ een ¢ | e to the failure of
the Department to act on a permit re

irements, become applicable to an

2)
wal by the Ad strator, excess
ted into this permit.
3) contains a material mistake or that

inaccurate statements were
conditions of this permit.

4) The Administrator or the Depai
to assure compliance with the a

marketable pé
re:provided f

24.

25.

stration fees, an Annual Operating Permit Administration Fee in accordance with
§2103.40. by check or money order payable to the “Allegheny County Air Pollution Control Fund” in the
amount specified in the fee schedule applicable at that time.

26. Annual Major Source Emissions Fees Requirements (§2103.41)

No later than September 1 of each year, the permittee shall pay an annual emission fee in accordance with
Article XXI §2103.41 for each ton of a regulated pollutant (except for carbon monoxide) actually emitted
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Major Source perating Permi

27.

28.

29.

32.

from the source. The permittee shall not be required to pay an emission fee for emissions of more than
4,000 tons of each regulated pollutant. The emission fee shall be increased in each year after 1995 by the
percentage, if any, by which the Consumer Price Index for the most recent calendar year exceeds the
Consumer Price Index for the previous calendar year.

Other Requirements not Affected (§2104.08, §2105.02)

Compliance with the requirements of this permit shall not in any manner reli
to fully comply with any other applicable Federal, State, or County statu
including but not limited to the odor emission standards under Artj
NSPSs, NESHAPs, MACTs, or Generally Achievable Control Te:
hereafter established by the EPA, and any applicable requiremehts
Article XXI, any condition contained in any applicable I s
additional or more stringent requirements contained in an
XXI Part L.

e any person from the duty
regulation, or the like,
XXI §2104. 04, any applicable
(GACT) standards now or
-1 or LAER as provided by

Termination of Operation (§2108.01.a)

Notwithstanding any tests conducted purs
designated by the Department may cond

respeét to air pollution, nor shall any court be deprived of such
i:air pollution constitutes a violation of this permit.

granted gihearing as prov1ded by Article XXI §2109 03.d; pr0V1ded however, that an Emergency
Order shall continue in full force and effect notwithstanding the pendency of any such appeal.

c. Failure to comply with an Enforcement Order or immediately comply with an Emergency Order
shall be a violation of this permit thus giving rise to the remedies provided by Article XXI
§2109.02.

Penalties, Fines, and Interest (§2109.07.a)
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33.

34.

35.

36.

A source that fails to pay any fee required under this permit when due shall pay a civil penalty of 50% of
the fee amount, plus interest on the fee amount computed in accordance with Article XXI §2109.06.a.4
from the date the fee was required to be paid. In addition, the source may have this permit revoked for

failure to pay any fee required.

Appeals (§2109.10)

In accordance with State Law and County regulations and ordinances, any
other final action of the Department issued pursuant to Article XXI or
Administrator under Article XX1 Part C, Subpart 2, shall have the rig
in accordance with the applicable County regulations and ordinanc

successful petitioner to the
appeal the action to the Director

Risk Management (§2104.08, 40 CFR Part 68)

Should this stationary source, as defined in 40 CFR Pa
or operator shall submit a risk management plan (R

certify compliance with the requirements of Part 6
required by General Condition [ REF Ref465414234

Operational Flexibility (§2103.14.a)
a. The owner or operator shall no ¢, including trades of increases and

decreases in emissions within th ; e, witholt [ist.obtaining a permit revision for

1)

'ms and “¢ohditions that are monitoring (including test methods),
or compliance certification requirements; and

ion Increases (§2103.14.¢)
a. The Department may allow, as a condition of an Operating Permit, de minimis emission
increases from a new or existing source up to the amounts authorized in condition [ REF

_Ret524103851 \Ww \p \h \* MERGEFORMAT ].

b. A de minimis increase may not occur at a source if it either:
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1) Increases the emissions of a pollutant regulated under Section 112 of the Clean Air Act (42
US.C.A. §7412) except as authorized in conditions [ REF Ref524274980 \w \h \*
MERGEFORMAT ] and [ REF _Ref524274994 \n \p \h \¥* MERGEFORMAT 1;

2) Subjects the source to the permit requirements of Article XX1, §§2102.05,2102.06, or 2102.07
(relating to prevention of significant deterioration of air quality and major new source and
major modification review); or

3) Violates an applicable requirement of this Article, the state Air Pollution Control Act, the Clean
Air Act, or the regulations promulgated under the Air Pollution,Control Act or the Clean Air
Act.

C. The permittee shall provide the Department with 7 days
emission increase. The notice shall identify and descri
result of the de minimis emissions increase and prov

ritten notice of any de minimis

1y

2)

One and six-tenths tons of oxi

3) .
and 8.0 tons of oxides of sulfur

4)

5) j
.. This shall include emissions of a pollutant regulated
¢t unless precluded by the Clean Air Act, the regulations

ittee’s compliance with the conditions of this permit shall be deemed compliance with
all major source applicable requirements as of the date of permit issuance, provided that:

1) Such major source applicable requirements are included and are specifically identified in the
permit; or

2) The Department, in acting on the permit application or revision, determines in writing that other
requirements specifically identified are not applicable to the source, and the permit includes
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ajor Source

b.

38.

39.

uss et-tvop.doc

2) The liability of any person who owns, operates, or allows to be
3) The applicable requirements of the acid rain program,

4) The ability of the EPA or the County to obtain i

with unnecessary a
Article XXI and
by regulations pi
dispersion techniques
an emission of air co

the determination or a concise summary thereof.

Nothing in Article XXI §2103.22.e or the Title V Permit shall alter or affect the following:

1) The provisions of Section 303 of the Clean Air Act and the provisions of Article XXl regarding

emergency orders, including the authority of the Administrator and the Department under such
provisions;

erated, a source in violation
ermit issuance;

tent with Section 408(a) of the

of any major source applicable requirements prior to or at th

Clean Air Act; or

Unless precluded by the Clean Air Act or regulati ; i the Department on
administrative amendments, minor and i o.and operational
flexibility changes shall be covered by th ] i -
and changes meet the relevant requirements ¢

The permit shield authorized unde1 Article XXI §
conditions as identified in this

22 is in effect for the permit terms and

"-mit and Artic]e XXI no credit shall

se violate the provmons of this Artlcle cxccpt that,
- §2104 04 concerning odors, credit for such devices or
may be given.

Except as otherwise required by this permit and Article XXI, the Clean Air Act, or the regulations
thereunder, the permittee shall submit additional information as necessary to address changes
occurring at the source after the date it files a complete application but prior to the Department
taking action on the permit application.

The applicant shall submit information requested by the Department which is reasonably
necessary to evaluate the permit application.
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41.

Effect (§2102.03.¢.)

a. Except as specifically otherwise provided under Article XX, Part C, issuance of a permit pursuant
to Article XXI Part B or Part C shall not in any manner relieve any person of the duty to fully
comply with the requirements of this permit, Article XXI or any o provision of law, nor shall
it in any manner preclude or affect the right of the Department iate any enforcement action
whatsoever for violations of this permit or Article XXI, r occurring before or after the
issuance of such permit. Further, except as specifically oth rovided under Article XXI Part
C the issuance of a permit shall not be a defense to an santie getion, nor shall such permit be
construed as a certificate of compliance with the requ 5 of rmit or Article XX1.

Installation Permits (§2102.04.a.1.)

It shall be a violation of this permit giving rise to t
to install, modify, replace, reconstruct, or reactivate a

would require an installation permit or permit modificat
C.
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IVv.

SITE LEVEL TERMS AND CONDITIONS

Reporting of Upset Conditions (§2103.12.k.2)

The permittee shall promptly report all deviations from permit requirements, including those attributable to
upset conditions as defined in Article XXI §2108.01.c, the probable cause of such deviations, and any
corrective actions or preventive measures taken.

Visible Emissions (§2104.01.a)

Except as provided for by Article XXI §2108.01.d pertaining to 'rt no person shall operate, or

ner that emissions of malodorous

llow to be conducted, the open burning of any material, except where the
n Burning Permit to such person in accordance with Article XXI §2105.50
is conducted solely for the purpose of non-commercial preparation of food for
recreation, light, ornament, or provision of warmth for outside workers, and in a
manner, which co utes a negligible amount of air contaminants.
Shutdown of Control Equipment (§2108.01.b)

a. In the event any air pollution control equipment is shut down for reasons other than a breakdown,
the person responsible for such equipment shall report, in writing, to the Department the intent to
shut down such equipment at least 24 hours prior to the planned shutdown. Notwithstanding the
submission of such report, the equipment shall not be shut down until the approval of the
Department is obtained; provided, however, that no such report shall be required if the source(s)
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served by such air pollution control equipment is also shut down at all times that such equipment
is shut down.

The Department shall act on all requested shutdowns as promptly as possible. If the Department
does not take action on such requests within ten (10) calendar days of receipt of the notice, the
request shall be deemed denied, and upon request, the owner or operator of the affected source
shall have a right to appeal in accordance with the provisions of Article XI.

The prior report required by Site Level Condition [ REE

4021185 Ww p ‘b \*
MERGEFORMAT ] shall include:

1) Identification of the specific equipment to be shut ¢ -ation and permit number (if
permitted), together with an identification of the S0

2) The reasons for the shutdown;

3) The expected length of time that the equipn

4) Identification of the nature and quantity ¢

5) Measures, including extra labor and egi
the shutdown, the amount of air con

6) Measures which will be taken to shut down
it is impossible or impracticable to shut down
shutdown; and

7) Such other information as

e affected source(s) 61 the reasons why
rtail the affected source(s) during the

Identification of the specific equipment which has broken down, its location and permit number
(if permitted), together with an identification of all related devices, equipment, and other
sources which will be affected.

2) The nature and probable cause of the breakdown.

3) The expected length of time that the equipment will be inoperable or that the emissions will

continue.

4) Identification of the specific material(s) which are being, or are likely to be emitted, together
with a statement concerning its toxic qualities, including its qualities as an irritant, and its
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potential for causing illness, disability, or mortality.

5) The estimated quantity of each material being or likely to be emitted.

6) Measures, including extra labor and equipment, taken or to be taken to minimize the length of
the breakdown, the amount of air contaminants emitted, or the ambient effects of the emissions,
together with an implementation schedule.

7) Measures being taken to shut down or curtail the affected source(s) or the reasons why it is
impossible or impractical to shut down the source(s), or any part thereof, during the breakdown.

C. Notices required shall be updated, in writing, as needed to adv
the information contained therein. In addition, any chan
hazardous emissions shall be reported immediately. All
Department shall be submitted as expeditiously as pra

e Department of changes in
oncerning potentially toxic or
al information requested by the

d.
operation by no later than 9:00 AM on t
thereafter, written notice shall be submit
e.
ided that emissions resulting from the
: sions occurring prior to startup of the
air pollution control equipmen
f. In no case shall the reporting of for any violation of this permit

or Article XXI.

EF _Ref29985 591 \w \p \h ] should be submitted online
Entities Portal (REP). If REP is not available, written
Department at [ HYPERLINK

nned cold start. Such report shall identify the equipment and fuel(s)
expected time and duration of the startup. Upon written application from the
urning or combustion equipment which is routinely used to meet peak load

which occurred ‘the report period. The Department shall make such waiver in writing, specifying
such terms and cogiditions as are appropriate to achieve the purposes of Article XXI. Such waiver may be
terminated by the Department at any time by written notice to the applicant. Written notice should be
submitted online through the ACHD Air Quality Regulated Entities Portal (REP). If REP is not available,
written  notice  should be  sent to the  Department  at [ HYPERLINK
"mailto:aqreports@alleghenycounty.us" |.

Monitoring of Malodorous Matter Beyond Facility Boundaries (§2104.04)
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11.

12.

13.

14.

The permittee shall take all reasonable action as may be necessary to prevent malodorous matter from
becoming perceptible beyond facility boundaries. Further, the permittee shall perform such observations
as may be deemed necessary along facility boundaries to ensure that malodorous matter beyond the facility
boundary in accordance with Article XXI §2107.13 is not perceptible and record all findings and corrective
action measures taken.

Emissions Inventory Statements (§2108.01.e & g)

1.e shall be submitted to
ir. The Department may
ore frequent submissions are
51s is necessary to implement

a. Emissions inventory statements in accordance with Articlc XX1

b. ywing submission of
false information, or the willful failure to & iolation of this
permit giving rise to the remedies providet

C. Reports should be submitted online through th FAirQuality Regula-’ﬁcd Entities Portal
(REP). If REP is not available, written notice shouli nt to the Department at | HYPERLINK
"mailto:aqreports@alleghenyépynty.us" ].

Orders (§2108.01.1)

['REF Ref34020669 \w \h \*
0 \w \h \* MERGEFORMAT ] through
for any source shall, upon order by the

“person responsible for any source shall, upon order by the Department, conduct, or
cause to #¢ conducted, such emissions tests as specified by the Department within such reasonable
time as is specified by the Department. Test results shall be submitted in writing to the Department
within 20 days after completion of the tests, unless a different period is specified in the
Department's order. Emissions testing shall comply with all applicable requirements of Article
XXI §2108.02.e.

b. Tests by the Department: Notwithstanding any tests conducted pursuant to this permit, the
Department or another entity designated by the Department may conduct emissions testing on any
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15.

source or air pollution control equipment. At the request of the Department, the permittee shall
provide adequate sampling ports, safe sampling platforms and adequate utilities for the
performance of such tests.

Testing Requirements: No later than 45 days prior to conducting any tests required by this
permit, the person responsible for the affected source shall submit for the Department's approval
a written test protocol explaining the intended testing plan, including any deviations from standard
testmg procedures the proposed operating condmons of the source during the test, calibration data

vy to the Department to
cting such tests, the person

be conducted and shall allow Department personnel
pre-weighed filters, analyze samples in a County
analysis. Test results shall be comp1ehens
measurement specified by the apphcable 1

ples for independent
d in the units of

Test methods and procedures shall co ¢ i ere set forth in this
permit or Article XXI Part G, or where those meth ot applicable, to an alternative sampling
and testing procedure approved by the Departme tent with Article XXI §2108.02.e.2.

- it or an order of the Department,
the failure to submit test resul ime speci nowing submission of false
information, the willful failure t e

upon presentation of a search war
rise to the remedies

allow to be con
ith all other
dressed by §

16. Asbestos Al

In the event of re

1, encasement, or encapsulation of Asbestos-Containing Material (ACM) at a facility

or in the event of the demolition of any facility, the permittee shall comply with all applicable provisions
of Article XXI §2105.62 and §2105.63.

17. Protection of Stratospheric Ozone (40 CFR Part 82)

a.

uss et-tvop.doc

Permittee shall comply with the standards for labeling of products using ozone-depleting
substances pursuant to 40 CFR Part 82, Subpart E:
1) All containers in which a Class I or Class Il substance is stored or transported, all products
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2)
3)

4

b. Permittee shall comply with the standards for recycling a
CFR Part 82, Subpart F:

1)
2)
3)
4)

5)

18.

containing a Class I substance, and all products directly manufactured with a process that
uses a Class I substance must bear the required warning statement if it is being introduced
into interstate commerce pursuant to §82.106;

The placement of the required warning statement must comply with the requirements
pursuant to §82.108;

The form of the label bearing the required warning statement must comply with the

requirements pursuant to §82.110; and
No person may modify, remove or interfere with the required
described in §82.112.

ing statement except as

ions reduction pursuant to 40

Persons opening appliances for maintenance, serv
prohibitions and required practices pursuant t
Equipment used during the maintenance,
comply with the standards for recycling

approved technician certification program
Persons maintaining, servicing, repairing or

Persons disposing of smalk;
like appliances, must comp
Owners of commercial or ind
leak repair requirements pursua
Owners or operators of applian
keep records of

subject to all
Consumption C

gu]ated substﬁute substance in the MVAC, the Perrnlttee is subject to
nts as specified in 40 CFR Part 82, Subpart B (Servicing of Motor

No person shall place or store, or allow to be placed or stored, a volatile organic compound having a vapor
pressure of 1.5 psia or greater under actual storage conditions in any aboveground stationary storage tank
having a capacity equal to or greater than 2,000 gallons but less than or equal to 40,000 gallons, unless there
is in operation on such tank pressure relief valves which are set to release at the higher of 0.7 psig of pressure
or 0.3 psig of vacuum or at the highest possible pressure and vacuum in accordance with State or local fire
codes, National Fire Prevention Association guidelines, or other national consensus standard approved in
writing by the Department. Petroleum liquid storage vessels that are used to store produced crude oil and
condensate prior to lease custody transfer are exempt from these requirements.

uss et-tvop.doc
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19. Permit Source Premises (§2105.40)

a. General: No person shall operate, or allow to be operated, any source for which a permit is
required by Article XXI Part C in such manner that emissions from any open land, roadway, haul
road, yard, or other premises located upon the source or from any material being transported within
such source or from any source-owned access road, haul road, or parking lot over five (5) parking
spaces:

1) Are visible at or beyond the property line of such source
2) Have an opacity of 20% or more for a period or periods ag

in any sixty (60) minute period; or ‘
3) Have an opacity of 60% or more at any time.

ing more than three (3) minutes

b. Deposition on Other Premises: Visible emiss
deposited by any means from a source onto
such source within the meaning of Sitg:
MERGEFORMAT ].

ny solid or li
other premises shall be con
Condition [ REF Ref340

naterial that has been

20. Parking Lots and Roadways (§2105.42)

a. The permittee shall not main
spaces or used by more than 50
vehicles in any day or 15 vehicl

lot or roadway:

any parking lot over 50 parking
'dway carrymg more than 100

y other provision of this permit, the prohibitions of Site Level Condition [ REF
\h V¥ MERGEFORMAT | may be enforced by any municipal or local
having jurisdiction over the place where such parking lots or roadways are

governmgnt unit. In addluon the Department may pursue the remedies provided by Article XXI
§2109.02 for any violations of Site Level Condition [ REF Ref34021702 \w \h ¥
MERGEFORMAT ].

21. Permit Source Transport (§2105.43)

a. No person shall transport, or allow to be transported, any solid or liquid material outside the
boundary line of any source for which a permit is required by Article XXI Part C in such manner
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perating Permi

that there is any visible emission, leak, spill, or other escape of such material during transport.

b. Notwithstanding any other provision of this permit, the prohibitions of Site Level Condition [ REF
_Ref34021989 'w \h V¥ MERGEFORMAT | may be enforced by any municipal or local
government unit having jurisdiction over the place where such visible emission, leak, spill, or
other escape of material during transport occurs. Such enforcement shall be in accordance with
the laws governing such municipal or local government unit. In addition, the Department may
pursue the remedies provided by Article XXI §2109.02 for any violation of Site Level Condition
[ REF Ref34021989 \w \h \* MERGEFORMAT ]. "

22. Construction and Land Clearing (§2105.45)

a. No person shall conduct, or allow to be conducted, any
such manner that the opacity of emissions from sug

1) Equal or exceed 20% for a period or peri
sixty (60) minute period; or .
2) Equal or exceed 60% at any time.

b. Notwithstanding any other provision of this perm
_Ref34022040 ‘w \h  \* GEFORMAT ] m
government unit having juris er the place whi
activities occur. Such enforceme accordance
or local government unit. In addi
XXI §2109.02 for any violation
MERGEFORMA

such construction or land clearing
Jaws governing such municipal
he remedies provided by Article

23.  Mining (§2105.46);

No person shi
from such activities

24.

nduct, or allow to be conducted, any demolition activities in such manner that
the emissions from such activities equal or exceed 20% for a period or periods

b. Notwithstanding any other provisions of this permit, the prohibitions of Site Level Condition [
REF Ref34022129 \w \h \* MERGEFORMAT ] may be enforced by any municipal or local
government unit having jurisdiction over the place where such demolition activities occur. Such
enforcement shall be in accordance with the laws governing such municipal or local government
unit. In addition, the Department may pursue the remedies provided by Article XXI §2109.02 for
any violations of Site Level Condition [ REF Ref34022129 \w \h \* MERGEFORMAT ].
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25. Fugitive Emissions (§2105.49)

The person responsible for a source of fugitive emissions, in addition to complying with all other applicable
provisions of this permit shall take all reasonable actions to prevent fugitive air contaminants from
becoming airborne. Such actions may include, but are not limited to:

a. The use of asphalt, oil, water, or suitable chemicals for dust control;
The paving and maintenance of roadways, parking lots and the lik
C. The prompt removal of earth or other material which has been dejs
erosion or other means;
The adoption of work or other practices to minimize emis
e. Enclosure of the source; and ‘
f. The proper hooding, venting, and collection of fugitive

by leaks from transport,

26. Episode Plans (§2106.02)

The permittee shall upon written request of the Degj
with good industrial practice and safe oper
contaminants during air pollution episodes. Such plans
§2106.02.

27. New Source Performance Standards ($

a. It shall be a violation of this pe _.
XXI for any person to operate, o source in a manner that does not

“or hereafter established by the EPA,
rsuant to Section 111 or Sectlon 129 of

28.

01, B002 and B0O03 are NOx Budget units as defined in 25 Pa. Code §145.2. The
meet the requirements of the PA NOx Budget Trading Program (25 PA Code §145
Subchapter A) for non-EGUs.

b. Upon request, the permittee shall provide a copy of all reports provided to the PADEP required
by Condition [ REF Ref430612100 \w \h ] above

29. National Emission Standards for Hazardous Air Pollutants (§2104.08)

The permittee shall comply with each applicable emission limitation, work practice standard, and operation
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and maintenance requirement of 40 CFR Part 63, Subpart FFFFF — National Emission Standards for
Hazardous Air Pollutants for Integrated Iron and Steel Manufacturing Facilities.

30. Consent Order and Agreement

Until terminated, the following Consent Decrees subsequent amendments and revisions that apply to U.S.
Steel Edgar Thomson Works are hereby incorporated by reference into this permit:

a. Second Consent Decree (Civil Action Nos. 79-709 and 91-329);
b. Subsequent Order (Civil Action No. 99-1783) and
c. Consent Order and Agreement (COA), 3" Amendment, J uls

31. 40 CFR 63 Subparts A and FFFFF [§63.7800(b); §63.783
a. The permittee shall implement the followmg .9, 2015 or the most
recent developed plans:

1) Operation and maintenance plan
2) Site-specific monitoring plan
b. The established plan required iz 08558 \w \h ] above shall apply to
the following processes

ndition [ REF _Re

1)
2)
3)
4)

32, SO; SIP Monif

easure the H»S content of the blast furnace gas combusted at the facility at
ndar quarter. The sulfur content of BFG shall be determined by obtaining

1ung system but prior to a combustion source. [SO» SIP IP 0051-1006, Condition
03.12.1]

C. Except for monitor malfunctions, associated repairs, and required quality assurance or control
activities (including as applicable, calibration checks and required zero and span adjustments), the
permittee shall continuously monitor and record the H»S concentration (in grains(gr)/100 dscf) of
the COG combusted and the fuel flow rate. Continuously shall be defined as at least once every
15 minutes. Under the current operating scenario, coke oven gas measurements are taken at the
Clairton Plant. [SO; SIP IP 0051-1006, Condition V.A.3.c; §2103.12.i]
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Greenhouse Gas Reporting (40 CFR Part 98)

If the facility emits 25,000 metric tons or more of ¢
the facility shall submit reports to the US EPA in®

uss et-tvop.doc

The permittee shall not operate, or allow to be operated, any source in such manner that unburned
coke oven gas is emitted into the open air. In addition, the permittee shall not flare, mix, or
combust coke oven gas, or allow such gas to be flared, mixed or combusted unless the
concentration of sulfur compounds, measured as hydrogen sulfide, in such gas is less than or equal
to 35 grains per hundred dry standard cubic feet of coke oven gas produced by the Clairton Plant,
when all sulfur emissions from the Claus Sulfur Recovery Plant and the tail gas cleaning
equipment thereon, expressed as equivalent H»S are added to the measured H»S. The concentration
of sulfur compounds specified shall include the tail-gas sulfur, sured as hydrogen sulfide,
emitted from sulfur removal equipment. [SO, SIP IP 0051-10Q . Céndition TV.27; §2105.21.h,
§2105.21.h.4 & §2105.21.h.5].

ioxide eguivalent (CO»e)in d fonth period,
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perating Permi

EMISSION UNIT LEVEL TERMS AND CONDITIONS

Process P001a and P002a: Blast Furnace No. 1 and Blast Furnace No. 3

Process Description: Blast Furnace No. 1 and Casthouse, and Blast Furnace No. 3 and
Casthouse

Facility ID: Blast Furnace No. 1: P001a; Blast Furnace No. 3: P002a

Max. Design Rate: Blast Furnace No. 1: 1,752,000 TPY; Blast ace No. 3: 1,752,000 TPY
hot metal :

Fuel(s): COG, NG

Raw Materials: Coke, Iron-Bearing Materials, Fly

Furnace Nos. 1 and 3
1 for Blast Furnace Gas

Control Device(s):

Cleaning
Stack LD.: S002 (Casthouse Baght
Restrictions:
a At no time shall the permittee allow Blast Furnac

ccording to good engineering and air
REF Ref242075352 \w \h  \*

MERGEFORMAT ] and [ REF
of actions to mitigate emergenc
§2105.03; §2102.04.b.5]

The permittee

extends over a portion of the iron trough to cover, at a minimum, the entire
ry of hot metal into the iron trough. The local hood is to be located below
d is evacuated both in front of and behind the bustle pipe at a normal flow
acfm and the collected particulate emissions are to be exhausted to the Blast

of at*leastl8 air jets positioned on a stationary, inverted u-shaped pipe, and will operate
whenever hot metal or slag is flowing from the taphole, except during blast furnace startup
where employees may need to position themselves between the air curtain and the taphole to
ensure safe operation;

3) Iron runner covers which cover the iron runner system whenever iron flows from the taphole,
but allow openings for iron gates and removal of iron runner covers during emergency
situations;

4) Moveable steam or gas lances, one located at each iron spout to direct steam or gas into the
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iron ladle;

5) Gas lances, one located at each iron and slag gate (also referred to as a dam or diverter) to
suppress emissions escaping from these open areas of the runner system; and

6) Two cumulative meters, one to monitor the amount of steam used per cast and the other to
monitor the amount of gas used per cast.

The permittee shall at all times during Blast Furnace No. 3 and casthouse operation utilize the
following emission control and operating technology below to contgol particulate emissions from
the iron trough, the iron and runners, the iron and slag spouts, a “iron ladles, and shall direct
such controlled emission to the Casthouse Baghouse. [Per 0. 7035003-002-90107, issued
February 18, 1993; Civil Action Nos. 79-709 and 91-329, VIA; §2101.05.a.1; §2109.06]

1)
maximum trajectory of hot metal into the iro
the bustle pipe and is evacuated both in fi
rate of 140,000 acfm and the collected
Furnace Baghouse;

2)

3)
but allow openings for iron
situations;
Slag runner covers whi ¢ slag whenever slag is flowing in the runners,

: or diverters) and removal of slag runner

ot cause to be discharged to the atmosphere any gases that exit from the No.
rnace Casthouses baghouse that contain particulate matter in excess of 0.01

of Vlslble emissions from a flue or process fugmve emissions ﬁom such source,
excluding uncombined water: [§2104.01.a]

1) Equal or exceed an opacity of 20% for a period or periods aggregating more than three (3)
minutes in any sixty (60) minute period; or,

2) Equal or exceed an opacity of 60% at any time.

The permittee must not cause to be discharged to the atmosphere any secondary emissions that exit
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any opening in the Casthouse or structure housing the blast furnaces that exhibit opacity greater
than 20 percent (6-minute average). [§63.7790(a), Table 1, Item 7.b]

For the Casthouse Baghouse: [§63.7790(b)(1)]

1) The permittee must operate the baghouse fan motor amperes applied to emissions from the No.
1 and No. 3 Blast Furnace Casthouses at or above 662 amps value or settings established for
the operating limits in the most recent developed operation and maintenance plan (October 19,
2015). [§63.7790(b)(1); §2103.12.g]

2) The permittee must maintain the dampers positions as establj
and maintenance plan.

he most recent operation

For the Casthouse Baghouse subject to the operating |
MERGEFORMAT ], the permittee shall establish appro
have a record of the operating parameter data measy

F Refl32167130 \w \p \h \*

Emissions from the Blast Furnace No. 1 and Casthi exhausting at the Casthouse Baghouse,
shall not exceed the emissign, li
MERGEFORMAT }]-1 below a

TABLE V-|

227.45
224.34
222.44
25.97
78.02 341.73
30.58 133.93
243.36 1,065.91
6.75 29.57
0.46 2.03
Total HAPS 4.49 19.66

*A year is defined as any consecutive 12-month period.
SO2 emissions from NG & COG
The emissions limit includes both stack and fugitive.

The permittee shall not operate or allow to be operated the Blast Furnace No. 1 and Casthouse in
such a manner that emissions of particulate matter exceed at any time the rate determined by the
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formula below [§2104.02.¢.9.A]:
Allowable particulate emissions from Primary Iron Production
A =0.76E"*
Where:

A = allowable emissions in pounds per hour, and
E = emission index of (F) x (W) pounds per hour,

F = process factor of 100 pounds per ton of hot metal produ
W= production rate in tons per hour of hot metal produ

02a, in such manner

2

ik

V-[ REF Ref47199 309 \n \h
35003-002-90107 issued February 18,
06, Condition V.A.1.c).

MERGEFORMAT }-2 below at any time (Permi
1993; §2103.12.a.2.B; §2104.02:,.9.A; SO, SIPIP O

189.28

186.17

184.27

25.97

341.73

133.93

1,065.91

29.57

2.03

19.95

*A year is defined as any consecutive 12-month period.
SO2 emissions from NG & COG
The emissions limit includes both stack and fugitive

The permittee shall not operate or allow to be operated the Blast Furnace No. 3 and Casthouse in
such a manner that emissions of particulate matter exceed at any time the rate determined by the
formula below [§2104.02.¢.9.A]:
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Allowable particulate emissions from Primary Iron Production
A =0.76E"%

Where:

A = allowable emissions in pounds per hour, and

E = emission index of (F) x (W) pounds per hour,

F = process factor 100 pounds per ton of hot metal produced,
W= production rate in tons per hour.

r. SO, emissions from the Casthouse Baghouse shall not exceed
below: [SO, SIP IP 0051-1006, Condition V.A.1.c; §2105,2

Table V-A-3
SO, Emission Limitations for the Blast

Blast Furnace 1 Casthouse
(roof & fume suppression)

Continuous Casting (roof)

Casthouse Baghouse

1\h \* MERGEFORMAT ]-1 and
-2 shall apply to the emissions from

emission tests for exhaust gas PM, PMy; and PM, s, concentrations
uivalent emission rates (Ib/hr) at the No. 1 and No. 3 Blast
(o demonstrate compliance with conditions [ REF _Ref132173329
1, [ REF _Ref268613763 \w \h \* MERGEFORMAT ], and [ REF
* MERGEFORMAT ]. The PM, PM,¢ and PM; 5 testing shall be repeated at
ars from the date of the most recent valid test. The testing shall be conducted

b. The permiitée shall have sulfur dioxide (SO») emissions stack tests performed on the Casthouse
Baghouse at least once every two years to demonstrate compliance with the casthouse baghouse
emissions in condition | REF Ref8651949 \w \h ], Table V-[ REF Ref471994309 \n \h \*
MERGEFORMAT ]-3. SO, emission tests shall be conducted according to Article XX1, §2108.02.
The permittee shall submit a stack test protocol to the Department for approval at least 45 days
prior to the test date(s). [SO, SIP IP 0051-1006, Condition V.A.2.a; §2108.02.b and §2108.02.¢]

c. The permittee shall perform emissions tests for NOx and CO on Blast Furnaces No. 1 and 3
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Casthouse Baghouse to demonstrate compliance with conditions [ REF Ref268613763 \w \h \*
MERGEFORMAT ] and [ REF Ref78532635 \w \h ]. The NOx and CO testing shall be repeated
at least once every two years from the date of the most recent valid test. The testing shall be
conducted in accordance with the following approved EPA Methods in Appendix A of 40 CFR Part
60, Article XX1 §2108.02 or another Department approved test method. (§2103.12.h.1; §2108.02.b,
§2108.02.¢.)

1) Method 7, 7A, 7B, 7C, 7D, or 7E to determine the NOx emissi
2) Method 10, 10A or 10B to determine the CO emissions "
3) Other EPA or Department approved test method or EPA/

method.

rtment approved modified test

d. The permittee shall perform VOC and HCL emissioti
Casthouse Baghouse once every four years {romi
demonstrate compliance with Condition [ REF |
\w \h ]. Such testing shall be conducted in ¢
methods, Article XXI §2108.02, or anoth
§2108.02.b, §2108.02.¢.]

plies to the capture system for the blast
(e)(1) and the conditions detailed in
Ref242069229 \w \h ] below .

e. The permittee must conduct each performance test t
furnace Casthouses accordin the requirements
Conditions [ REF Ref13882 :
[§2103.12.h; §63.7822(a)]

el;formance test at least 60 calendar
7840(d)]

f. The permittee shall submit a notific
days before the performance test is sc

with the applicable emission limits for particulate matter in Conditions [
. \* MERGEFORMAT ], [ REF _Ref268613763 \w \h ] and [ REF
V¢ MERGEFORMAT ], follow the test methods
33043895 \WwothVF MFRGFFOR'\/IAT ] and [ REF

=

ampling port locations and the number of traverse points. Sampling
located at the outlet of the control device and prior to any releases to the

F, or 2G to determine the volumetric flow rate of the stack gas.
, 3A, or 3B to determine the dry molecular weight of the stack gas.

Method 5, 5D, or 17, as apphcable to determine the concentrahon of particulate matter
(front half filterable catch only).

f) Method 201 as applicable

g) Method 202 as applicable, to determine the condensable PM & PM3 5

h) Method 18 to determine the VOC emissions, and

i) Other EPA or Department approved test method.

2) Collect a minimum sample volume of 60 dry standard cubic feet (dscf) of gas during each
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particulate matter test run. Three valid test runs are needed to comprise a performance test.

For the Casthouse Baghouse, the permittee shall sample for an integral number of furnace tapping
operations sufficient to obtain at least 1 hour of sampling for each test run. [§63.7822(e)]

For the Casthouse Baghouse, the permittee shall sample only when the Blast Furnace No. 1 and

Casthouse and/or Blast Furnace No. 3 and Casthouse process operations are being conducted.
[§2103.12.h; §63.7822(h)]

uct 1 presentative sampling of
s. [§2103.12.h; §63.7822(i)]

Subject to approval by the Department, the permittee may ¢
stacks when there are more than three stacks associated Wl :

MERGEFORMAT . [§2103.12.h; §63 7823( '

The permittee must conduct each vi
The permittee shall determine

_Ref152380744 \w \p \h \* MER
REF Ref284937770 \w \h | and

ce Casthouses using conditions |
2f§2103.12.h; §63.7823(c)]

1)

beginging and end of each opacity observation period segment. [§2103.12.h; §63.7824(a)(2)]

3) Review and record the monitoring data. Identify and explain any times the capture system
operated outside the applicable operating limits. [§2103.12.h; §63.7824(a)(3)]

4) Certify in your performance test report that during all observation period segments, the capture

system was operating at the values or settings established in your capture system operation and
maintenance plan. [§2103.12.h; §63.7824(a)(4)]
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0. The permittee may change the operating limits for a capture system if the requirements in
paragraphs [ REF Ref133051177 \w \h \* MERGEFORMAT ] through [ REF Ref133051181
\w \p \h \¥* MERGEFORMAT ] are met. [§2103.12.h; §63.7824(c)]

1) Submit a written notification to the Department of your request to conduct a new performance
test to revise the operating limit.
2) Conduct a performance test to demonstrate compliance with the
in Conditions [ REF _Ref132173329 \w \h \* MERGEFORMAT, “
\h ]
3) Establish revised operating limits according to the appli
_Ref133118089 \wp \h \* MERGEFORMAT ] for a cq ‘
p- The Department reserves the right to require emissions te
the terms and conditions of this permit. Such testin
Level Condition [ REF _Ref64261102 \w \h ] abg

licable emission limitation
REF Ref152380744 \w

¢ procedures in Condition [ REF

ccordance with Site
2.[§2103.12.h.1]

Monitoring Requirements:

emissions once perfweek of the No. 1
se exhaust outlets. These observations
ined individual shall record whether
monitoring after six consecutive

a. The permittee shall monitor and record notatio
and No. 3 Casthouse buildings and the Casthouse
shall be performed during norinal daylight operatio
any emissions are observed. T ittee may skip to ni

1638799 \w \h \* MERGEFORMAT ].
ke oven gas above shall be conducted

- content of the blast furnace gas combusted as required in
786 \w \h \* MERGEFORMAT ]. The sulfur content of BFG shall be

inedtby analyzing the sample for volumetric concentrations of trace sulfur
G using test method ASTM D6228-98 or D5504-08 (or other Department
sting shall be conducted at least once every calendar quarter. [SO» SIP IP

control system baghouse at their specified frequencies according to the following requirements:
[§2103.12.1; §63.7830(b)(4)(1)-(v), (vii), (viii)]

1) Monitor the pressure drop across each baghouse cell each day to ensure pressure drop is within
the normal operating range identified in the manual.

2) Confirm that dust is being removed from hoppers through weekly visual inspections or other
means of ensuring the proper functioning of removal mechanisms.

3) Check the compressed air supply for pulse-jet baghouses each day.
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4) Monitor cleaning cycles to ensure proper operation using an appropriate methodology.

5) Check bag cleaning mechanisms for proper functioning through monthly visual inspection or
equivalent means.

6) Confirm the physical integrity of the baghouse through quarterly visual inspections of the
baghouse interior for air leaks.

7) Inspect fans for wear, material buildup, and corrosion through quarterly visual inspections,
vibration detectors, or equivalent means.

The permittee must operate according to the site-specific monitgzi n established in October
19, 2015 or the most recent developed site-specific monitoring plan and make it available to the
Department upon request. The site-specific monitoring: hall address the following
requirements: [§2103.12.1; §63.7831(a)(1)-(6)] ‘

1) Installation of the Continuous Parametric Moni pling probe or other

{ Furnace Casthouse

emission control system such that the mg ¢ is representative o
emissions (e.g., on or downstream of thi ice);

2)
analyzer, and the data collection and reductiot
3) Performance evaluation procedures and accep
4) Ongoing operation and magntenance procedures
of §63.8(c)(1), ()(3), (c)(4 ), and (c)(8);
5) Ongoing data quality assura res in accord:
§63.8(d); and
6) Ongoing recordkeeping and repuiting
§§63.10(c), (e)(1), and (e)(2)(1).

: 95 percent of every averaging period; and
¢ the hourly @vérage of all recorded readings.

_Ref133295306 \w \h \* MERGEFORMAT ] through [ REF _Ref133295319 \w \p \h \* MERGEFORMAT
1. [§2103.12.i; §63.7831(e)]

Except for monitoring malfunctions, out-of-control periods as specified in §63.8(c)(7), associated
repairs, and required quality assurance or control activities (including as applicable, calibration
checks and required zero and span adjustments), the permittee must monitor continuously (or
collect data at all required intervals) at all times the No. 1 and No. 3 Blast Furnace process is
operating. [§2103.12.1; §63.7832(a)]
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k. The permittee may not use data recorded during monitoring malfunctions, associated repairs, and
required quality assurance or control activities in data averages and calculations used to report
emission or operating levels or to fulfill a minimum data availability requirement, if applicable.
The permittee must use all the data collected during all other periods in assessing compliance. A
monitoring malfunction is any sudden, infrequent, not reasonably preventable failure of the
monitoring to provide valid data. Monitoring failures that are caused in part by poor maintenance
or careless operation are not malfunctions [§2103.12.i; §63.7832(b);,§63.7832(c)]

lo. 1 4nd No. 3 Blast Furnace
ition [ REF Ref132173329 \w
the following requirements:

L The permittee shall demonstrate continuous compliance for i
Casthouse baghouse subject to an emission or opacity limit i
\h ] or [ REF Ref152380744 \w \p \h \* MERGEFORMAT.Lby
[§2103.12.1; §63.7833(a)]

1 and No.

1) Maintaining emissions of particulate matte
emission control system baghouse outle
7.a, 40 CFR 63, Subpart FFFFF] "

2) Maintaining the opacity of second
structures housing the Casthouse at or below
Table 3, Item 7.b, 40 CFR 63, Subpart FFFFF

3) Conducting subsequent petformance tests at lea
performance test. [§2108. ; ¢, 40 CFR 63, Subpart FFFFF]

{ Furnace Casthouse

“asthouse baghouse subject to an
p \h ] by meeting the following

m. The permittee shall demonstrate
operating limit in Condition [

t-the amount of fuel combusted in each emission unit listed in condition
4Ah\h \* MERGEFORMAT ]-1 and V-[ REF Ref471994309 n
§2102.04.b.6; §2103.12.1]

rves the right to revert the monitoring frequency in condition [ REF
MERGEFORMAT ] above back from monthly to weekly at any time, based

[§2103.1

Record Keeping "Requirements:

a. The permittee shall keep and maintain the following data for the Casthouse Baghouse required in
condition [ REF _Ref268618816 \w \h \* MERGEFORMAT ] and [ REF Ref242075352 \w \p \h
\* MERGEFORMAT ]: [§2103.12.h.1; §2103.12,]
1) Baghouse fan motor amperage (every hour);
2) Once per day (minimum) recording of the differential pressure drops across each baghouse;
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and

3) Records of all control equipment inspections required by this permit and any maintenance
required as per these inspections necessary to maintain compliance with the conditions of this
permit.

b. The permittee shall keep and maintain records to demonstrate compliance with the requirements of
this permit, including the following: (§2103.12.h.1; SO, SIP IP 0051-1006, Condition V.A.4.a)

1) Number of blast furnace casts and hot metal production (dail:
2) Daily recordings of the amount of gas used by the gas ]anc :
slag gates (also referred to as dams and/or diverters);
3) The total amount and type of fuel injected into the bl
blast furnace (daily, monthly, 12-month);
4) The total amount and type of additional fuel usgi
thaw lines, torpedo car cleaning and ladle dryi

ly, 12-month);
the iron ladle area and iron and

5)

6) The BFG sulfur concentration co
condition [ REF Ref289697266 \w \h |; an
7) Stack test protocols and reports.

C. The permittee shall record all i
occurrence along with corrective

he conditions of this permit upon
271§2103.12.h.1]

te records required in §63.6(h)(6) for visual observations. [§2103.12.j;

[REF Refl141766205 \w'p\h \* MERGEFORMAT ], and [ REF Ref133649766
MAT ] and [ REF Ref133649774 \w ‘p ‘\h \* MERGEFORMAT ] to show
ce with each emission limitation and operation and maintenance requirement
capture system applied to secondary emissions. [§2103.12.j; §63.7842(d)]

g The permittee shall keep records of visible emission notations as required by [ REF Ref268618816
‘wip \h ] [§2103.12..2]

h. The permittee shall maintain records of all maintenance performed on the Blast Furnaces 1 & 3.
These records shall be made available to the Department upon request for inspection and/or

copying. [RACT IP8a, Condition V.C.2.a; 25 Pa Code §129.100; §2102.04.b.5]

i. The records must be in a form suitable and readily available to the Department for expeditious
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S.

review, according to §63.10(b)(1). [§2103.12.j; §63.7843(a) and §2103.12.;.2]

] As specified in §63.10(b)(1), the permittee must keep each record for 5 years following the date of
each occurrence, measurement, maintenance, corrective action, report, or record. [§2103.12,;
§63.7843(b) and §2103.12.;.2]

k. The permittee must keep each record on site for at least 2 years after the date of each occurrence,
measurement, maintenance, corrective action, report, or record a
permittee can keep the records offsite for the remaining 3 years.

12.j; §63.7843(c)]

Reporting Requirements:

a. The permittee shall report the following information sent
with General Condition [ REF _Ref471994350 \w \l
information for the time period of the report: [
V.A.5.a]

1) Total monthly hot metal produced p
2) Amount of gas used by the gas lances at the irs

to as dams and/or diverters);
3) The total amount and type*
blast furnace;

must repot cach instance in which you did not meet each emission
{EF _Ref132173329 \w'h \* MERGEFORMAT ] and [ REF _Ref152380744

stances are deviations from the emission limitations and operation and
ents in 40 CFR Part 63, Subpart FFFFF. These deviations must be reported

For the emgission limitation in Condition | REF Ref132173329 \w \p \h ], the permittee must submit
a notification of compliance status according to [ REF _Ref137261812 \w p \h \* MERGEFORMAT
1. [§2103.12.k; §63.7825(c)]

e. The permittee must submit all of the applicable notifications in §§63.6(h)(4) and (5), 63.7(b) and
(c), 63.8(e) and (f)(4), and 63.9(b) through (h) by the specified dates. [§2103.12.k; §63.7840(a)]

f. The permittee shall submit a notification of compliance status according to §63.9(h)(2)(ii).
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[§2103.12.k; §63.7840(e)]

1) For each compliance demonstration that does not include a performance test, the permittee
must submit the notification of compliance status before the close of business on the 30th
calendar day following completion of the compliance demonstration.

2) For each compliance demonstration that does include a performance test, the permittee must
submit the notification of compliance status, including the performance test results, before the
close of business on the 60th calendar day following the completion of the performance test
according to §63.10(d)(2).

g Compliance report due dates. The permittee must submit a s
Department according to General Condition [ REF _R:-
§63.7841(a)] ‘

annual compliance report to the
94350 \'w \h ]+ [§2103.12.k;

h. Compliance report contents. Fach compliance repozl #
REF _Ref133391439 \w ‘h \* MERGEFORMAZT |
MERGEFORMAT ] and, as applicable, paragra
through [ REF _Ref133391464 \wp \h \*

1) Company name and address.
2) Statement by a responsibl

truth, accuracy, and comple
3) Date of report and beginning

4)

"'GEFORMI_XT ] and [ REF _Ref133649774 \w \p \h V¥
were no deviations from the emission limitations or

pation in paragraphs [ REF _Ref133391439 \W \h V¢ MERGEFORMAT ] through [ REF

Ref13%391436 \w \p th\* MERGEFORMAT ] and the information in paragraphs [ REF
_Ref133392854 \w\h \* MERGEFORMAT ] and [ REF _Ref133392856 \w 'p \h \* MERGEFORMAT
]- This includes periods of startup, shutdown, and malfunction.

a) The total operating time of the Casthouse emission capture and control system during the

reporting period.
b) Information on the number, duration, and cause of deviations (including unknown cause,
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The permittee shall employ the following procedures for each cast at Edgar Thomson Blast Furnace
#1. If unusual or abnormal operating conditions preclude the use of these procedures, the
circumstances causing the abnormal conditions and their duration shall be reported as required by
Allegheny County Health Department rules: [Permit No. 7035003-004-90105, issued July 7, 1986;
§2101.05.a.1]

if applicable) as applicable and the corrective action taken.

8) For each deviation from an emission limitation occurring at the Casthouse emission capture

and control system where you are using a continuous monitoring system (including a CPMS)
to comply with the emission limitation in 40 CFR Part 63, Subpart FFFFF, you must include
the information in paragraphs [ REF _Ref133391439 \w \h \* MERGEFORMAT ] through [ REF
_Ref133391456 \w \p ‘b \* MERGEFORMAT ] and the information in paragraphs [ REF
_Ref133722275 \'w ‘\h ¥ MERGEFORMAT ] through [ REF, Refl33722284 \w ‘p ‘h \*
MERGEFORMAT ]. This includes periods of startup, shutdo admalfunction.

a) The date and time that each malfunction started an

b)
¢)
d)

e) A summary of the total
duration as a percent of

1) The trough hood shall be evacnated during every cast. At all times when the trough is drained

after a cast, the hood shall be evacuated during the times that hot metal is being blown out of
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the trough.

2) The air curtain shall be operated during all casts.

3) All runner covers shall be in place on active runners at all times during each cast.

4) A complete set of spare runner covers shall be kept available for use at the Casthouse.

5) Runner bed materials shall be selected to minimize emissions.

6) Steam or gas shall be used at all slag and iron ladles just prior to and during the filling of every
ladle at every cast.

7) Steam and gas usage meters at the iron and ladle area shall b
consumption of steam and/or gas shall be recorded daily. The
and/or steam consumed to suppress emissions during casti

8) Gas lances shall be used just prior to and during the flow:
to suppress emissions generated from these open areas

9) Gas usage meters at the iron gates shall be oper ble
during casting shall be recorded daily.

erable at all times and the
s will record only the gas

tal or slag through each gate,

The permittee shall employ the following pr
No. 3. 1If unusual or abnormal operatin
circumstances causing the abnormal co j
Allegheny County Health Department rules: [Peih
1993; §2101.05.a.1]

1) The trough hood shall be e
after a cast, the hood shall be
the trough.

The air curtain shall be operate

times when the trough is drained
it metal is being blown out of

2)
3)
4
3)
6)

on control and monitoring equipment, in a manner consistent with good air
ctices for minimizing emissions at least to the levels required by 40 CFR Part

The permyttee must operate at all times according to the operation and maintenance plan developed
in October 19, 2015 or the most recent developed operation and maintenance plan for the No. 1 and
No. 3 Blast Furnace Casthouse emission control system. The plan must address the following
elements: [§63.7800(b); §2105.03]

1) Monthly inspections of the ductwork to isolation dampers (external); air curtain system
integrity; emission gas lances; emission hood; external ductwork from isolation damper;
isolation damper & actuator; baghouse fan integrity etc. This inspection must include
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2)

3)

Condition

observations of the physical appearance of the equipment (e.g., presence of holes in ductwork
or hoods, flow constrictions caused by dents or accumulated dust in the ductwork, and fan
erosion). The operation and maintenance plan also must include requirements to repair any
defect or deficiency in the capture system before the next scheduled inspection.
[§63.7800(b)(1)]

Preventative maintenance for each control device, including a preventative maintenance
schedule that is consistent with the manufacturer's instructions for routine and long-term
maintenance. [§63.7800(b)(2)]

apture system applied to blast
phs [ REF Ref132169840 \w
V¥ MERGEFORMAT 1:

The permittee must establish the operating limits for :
furnace casthouses 1 & 3 according to the requirements’
\h  \* MERGEFORMAT ] through [ REF Refl
[§2103.12.h.1; §63.7800(b)(3)(iii)]

ropriate for the capture sy:
the performance of the
1g limit parameters that indicate the
n settings for the capture system when
ised settings for seasonal variations.
draft include, but are not limited to,

a) Select operating limit parameters
1epresentat1ve and reliable ind
minimum, the permittee must u
level of the ventilation draft and the damip
operating to collect emissions, includi
Appropriate operating limit parameters for ve

de '_gn that are

ion of the method used to monltor the parameter accordmg to the
of §63.7830(a), and the data used to set the value or setting for the parameter
ur process configurations. [§63.7800(b)(3)]

1d No. 3 Blast Furnace Casthouse baghouse system subject to an operating limit in
EF Refl132167130 \w \p \h \* MERGEFORMAT ], the permittee must demonstrate

continuoys® compliance with the operation and maintenance requirements in Condition [ REF
_Ref133122517 Ww ‘p ‘h ¢ MERGEFORMAT ] by meeting the following requirements:
[§2103.12.h.1; §63.7834(a)]

1)

2)

Making monthly inspections of capture systems and initiating corrective action according to
Condition [ REF Ref133378345 \w \p \h \* MERGEFORMAT ] and recording all information
needed to document conformance with these requirements; and

Performing preventative maintenance according to Condition [ REF _Ref133378354 \w \p \h \*
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7.

MERGEFORMAT ] and recording all information needed to document conformance with these
requirements.

f. The permittee must maintain a current copy of the operation and maintenance plan required in
Condition [ REF _Ref133122517 \w \p \h \* MERGEFORMAT ] onsite and available for inspection
upon request. The permittee must keep the plans for the life of the blast furnace emission capture
and control system. [§63.7834(b)]

g. At no time shall the permittee operate the Blast Furnaces 1 & 3 ya ey are properly operated
and maintained according to good engineering and air polluti i i
regular maintenance with the exception of actions to mitigate
Condition V.C.1.a.; 25 Pa Code §129.99; §2102.04.b.5] .«

Additional Requirements:

a. The permittee shall comply with the followi
[Permit No. 7035003-002-90107, issued I

1) The permittee may experiment with different
techniques for emission suppression provided
prior notice has been glve o the Department.
confirmed in writing wi
experimentation period.

2) The gas flow into each ladle b
the iron ladie from contributin

#\p \h \* MERGEFORMAT ].
d cannot be kept in compliance with the

the pelml e may experiment with existing techniques or any future
t.emission suppression provided that compliance is maintained and only
o the Department. The initial notice may be oral but must be
include the duration of the experimentation period. [Permit No.

d. The definitiogis in §63.7852 are incorporated by reference into this permit.

PERMIT SHIELD IN EFFECT
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Process P001b And P002b: Blast Furnace No. 1 Stoves and Blast Furnace No. 3 Stoves

Process Description: Blast Furnace No. 1 Stoves and Blast Furnace No. 3 Stoves (3
Stoves for each blast furnace)

Facility ID: P001b and PO02b
Max. Heat Input: 495 MMBtu/hour (total for each set of blast furnace stoves)
Fuel(s): BFG, COG, NG
Control Device(s): None
Stack I.D.: S001 and S004
Restrictions:

a. At no time shall the perxmttec allow the No. 1 and 0. S 3¢ Stoves to operate unless

uss et-tvop.doc

the subj ect equipment 15 p1 operly open ated and mai engineering and air
ired by conditions [
‘w \h

) ms. [RACT
Order No. 235, Condition 1.1; §2102.04.b.

The permittee shall only combust coke oven gas gas and blast furnace gas in the No. 1
and No. 3 Blast Furnace Stovég;, [§2103.12.a.2.B]

The Blast Furnace No.1 or Blas
in condition [ REF Ref8926852

Emissions
in Table V-[
.1P8a, C

108.41

24.75 108.41

! 24.75 108.41

PM-condetisable 3.25 14.24

Nitrogen Oxide (NOx) 14.85 65.04
Carbon Monoxide (CO) 650.65 2,849.86

Volatile Organic Compound 3.24 14.21

HCL 0.74 3.24
Total HAPs 7.15 31.33

*A year is defined as any consecutive 12-month
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SO, emissions from the following sources shall not exceed the limitations in Table V-[ REF
_Ref103517701 \n \h ]-2 below: [SO2 SIP IP 0051-1006, Condition V.A.l.c); §2102.04.b.6,
§2105.21.h.4]

Table V-] REF _Ref103517701 \n \h \* MERGEFORMAT ]-2
SO; Emission Limitations for the Blast Furnace Stoves 1 & 3

Blast Furnace 1 Stoves 98.50
Blast Furnace 3 Stoves 90.00

*A year is defined as any consecutive 12-month

The permittee shall not operate or allow to be opergisd . urnace Stoves where
the equipment is fired with two (2) or more types of fuel, in such a manner that emissions of
particulate matter (PM) exceed the rate deters

_ m.lbs/MMBtu of actual heat input; and
4l heat input in MMBtuw/hr.

rform emission tests for exhaust gas PM, PM o, PM» s, NOx, CO and SO»
f; ppm) and equivalent emission rates (Ib/hr; Ib/MMBtu) at the No. 1 and No.
oves. PM, PM ¢, PM, s including condensable PM, NOx, CO and sulfur oxides

testing “repeated at least once every two years from the date of the most recent test.
[§ A28 §2103.12.4; §2108.02; SO, SIP IP 0051-1006, Condition V.A.2.a; RACT [P8a,
Conditiort'V.B.2.a]

1) Determine the emissions (filterable & condensable) of particulate matter according to the
following approved EPA test methods in appendix A to 40 CFR, Part 60 or another Department
approved test method:

a) Method 1 to select sampling port locations and the number of traverse points. Sampling
ports must be located at the outlet of the control device and prior to any releases to the
atmosphere.
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b) Method 2, 2F, or 2G to determine the volumetric flow rate of the stack gas.

c) Method 3, 3A, or 3B to determine the dry molecular weight of the stack gas.

d) Method 4 to determine the moisture content of the stack gas.

e) Method 5, 5D, or 17, as applicable, to determine the concentration and mass emission rate
of particulate matter (front half filterable catch only).

f) Method 201A to determine the PMq,

g) Method 202 or other method approved by the Department to determine PMa s,

h) Methods 7 through 7E to determine the NOx emissions

i) Method 6 to determine the SOx emissions.

1) Method 10 to determine the CO emissions

et (dscf) of gas during each
rise a performance test.

b. ng on No. 1 and No. 3 Blast Furnace
in order to demonstrate compliance
with applicable U.S. EPA approv
approved test method. [§2103.12.
C. The Departmy

Notation§
operations
individual shall

monitoring” and recordkeeping, complaints, monitoring results, and/or Department findings.
[§2103.12.h.1]

4. Record Keeping Requirements:

a. The permittee shall keep and maintain the following data for the No. 1 and No. 3 Blast Furnace
Stoves: [SO, SIP IP 0051-1006, Condition V.A.4.a; RACT IP8a, Condition V.B.4.a; §2103.12.h;
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5.

6.
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Reporting Requirem

§2103.12,4]

1) Fuel type and consumption (hourly, daily, monthly, and 12-month);

2) Records of operation, maintenance, inspection, calibration and/or replacement of combustion
equipment necessary for proper operation of the stoves.

The following records must be maintained for the adjustment and tune up required in condition [
REF Ref80022209 \w \h | for Blast Furnaces No. 1 and No. 3 Stoves: [RACT IP8a, Condition
V.B.4.b; 25 Pa Code §129.99; §2102.04.b.5]

1) The date of the adjustment procedure;

2) The name of the technicians;

3) The operating rate or load after adjustment;
4) The excess oxygen rate after adjustment; and
5) Other information required by the applicable

The permittee shall record all instances of nog
occurrence along with corrective action takg

The permittee shall keep records of visible emissi
\w \h ] above. [§2103.12.j]

All records shall be retained by
available to the Department upo
Condition V.A.4.c; RACT IP8a,

ars. These records shall be made
ying. [SO, SIP IP 0051-1006,

oit, along with all corrective actions taken to restore the
aHl of the terms and conditions of this permit are complied

At no time shall the permittee allow the No. 1 and No. 3 Blast Furnace Stoves to operate unless the
subject equipment is properly operated and maintained according to good engineering and air
pollution control practices by performing regular maintenance, with the exception of actions to
mitigate emergency conditions. [RACT Order No. 235, Condition 1.1; RACT IP8a, Condition
V.B6.a, 25 Pa Code §129.99; §2102.04.b.5]

The permittee shall conduct annual adjustment and tune-up on the blast furnaces No. 1 & No. 3
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stove accessible combustion system components to include at a minimum: [RACT IP8a, Condition
V.B.6.b, 25 Pa Code §129.99; §2102.04.b.5; §2105.06.d.2]

1) Inspection, adjustment, cleaning, or replacement of fuel-burning control system equipment, for
proper operation as specified by the manufacturer;

2) Inspection of the air-to-fuel ratio control system and adjustments necessary to ensure proper
calibration and operation as specified by the manufacture

process equipment, and

c. The permittee shall calibrate, maintain, and operate all instrumgs!
of this permit. [§2105.03]

control equipment according to the applicable terms and condi

PERMIT SHIELD |
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Process P001c: Blast Furnace Gas (BFG) Flare

Process Description: BFG Flare to Combust Excess BFG Generated at Blast Furnace No. 1 and
No. 3

Facility ID: P001c

Max. Design Rate: 3 million cubic feet per hour of BFG (26,280 MMCF/yr)

Fuel(s): BFG

Stack L.D.: S003

Restrictions:

At no time shall the permittee allow the Blast Furnace G
maintained and operated in accordance with good engt
practices by performing regular maintenance, and as
‘w t\h \* MERGEFORMAT ], with the excep
[RACT IP8a, Condition V.C.1.a; 25 Pa Code:

e to operate unless it is being
g and air pollution control
[ REF Ref265669886

The permittee shall only operate the BF

the Blast Furnace Nos. 1 and 3 stoves and/or the T ‘and 3 Riley Boilers.§2103.12.a.2.B]

The flare shall be operated wi
shall be monitored using a therni
flame. [§2103.12.2.2.B]

a flame present at

tintes. The presence of a flare pilot flame
or any other equi’

device to detect the presence of a

1e emission limitations in Table V-[
02.b, §2103.12.a.2.B]

Emissions from the Blast Furnace Gag Flare

The Department reserves the right to require emissions testing sufficient to assure compliance with the

terms and conditions of this permit. Such testing shall be performed in accordance with Article XXI
§2108.02. [§2103.12.h.1]

uss et-tvop.doc
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Monitoring Requirements:

a. Notations of visible emissions from the Blast Furnace Gas Flare operations shall be performed once
per week during normal daylight operations. A trained individual shall record whether any
emissions are observed. The permittee may skip to monthly monitoring after six consecutive
months of compliance with the weekly monitoring. [§2103.12.1; §2102.04.¢]

b. The permittee shall perform monthly visual inspections of the exh:
equipment is operating properly, and that the integrity of the equi
compromised by damage, malfunction or deterioration. Repai
correct obvious failures and deficiencies and completed as s¢

t system to ensure that the
exhaust systems are not
all be'initiated immediately to
practicable.

Record Keeping Requirements:

a. The permittee shall keep and maintain records amount of B mbusted at the flare

(daily and 12-month). [§2103.12.h.1; §2103.}25]

b. The permittee shall keep records of visib
\w \h ] above. [§2103.12.h.1; §2103.12.j]

c. The permittee shall record all 1
occurrence along with correcti

shall be made available to the Depat
IP8a, Condition V.C.2.a; 25 Pa Code

71994350 \w ‘\h ].above. The reports shall contain all required
Fof the report. [§2103.12.k.1]

a. The pemﬁttee shall maintain and operate the BFG flare according to a flare minimization plan that
includes: [RACT IP8a, Condition V.C.1.b; 25 Pa Code §129.99; §2102.04.b.5]

1) A listing of all process units and ancillary equipment connected to the flare for each affected
flare,

2) A description of the equipment, processes and procedures installed or implemented within the
last five years to reduce flaring; and a description of any equipment, processes or procedures
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perating Permi

the owner or operator plans to install or implement to eliminate or reduce flaring from planned,
turnarounds and other scheduled maintenance, based on an evaluation of these activities during
the previous five years

3) The facility must follow the flare minimization plan and operate the flare in such a manner that
minimizes all flaring except during emergencies, shutdowns, startups, turnarounds or essential
operational needs, and

4) The plan should be updated periodically to account for changes in the operation of the flare,
such as new connections to the flare or the installation of a flar

b. The permittee shall calibrate, maintain, and operate all instri
control equipment according to good engineering practices. |

, process equipment, and

PERMIT SHIELD I\
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Process Description:

Facility ID:

Max. Design Rate:

Fuel(s): COG, Natural Gas
Raw Materials:

Control Device(s): Sce Below

Stack L.D.: See Below

Process P003:

P003

Process P003, the BOP Shop, consists of the following equipment ;

3,467,500 TPY steel

Basic Oxygen Process (BOP) Shop

Basic Oxygen Process (BOP) Shop

Hot Metal (Iron), Fluxes, Scrap, Alloy Additives

BOP Mixer &

P003-1 Hot Metal Transfer at Mixer )
tion Baghouse
P003-2 Hot Metal Transfer at Reladling
P003-3 Hot .Metal Transfer at Direct Pour 3005
Station
P003-4 Hot Metal Desulfurizatio S005
P003-5 Hot Metal Slag Skimming S006
P003-6 BOP Vesse.l F Charging, Tap 3006
Slag Dumping ..
T Capture Hood/BOP
P003-7 Shop Gas Cleaning Venturi 5007 & S008 (2
Stacks)
Scrubber
P003-8 | BOP Secondary Baghouse S006

Vessel R Capture Hood/BOP
Shop Gas Cleaning Venturi
Scrubber

S007 & S008 (2
Stacks)

Flux Material Baghouse BH1
Transfer Tower Baghouse BH2
P003-10c¢ Flux Handling Baghouse 1 BH3
P003-10d Flux Handling Baghouse 2 BH4
P003-11a | BOP Shop — COG Usage None N/A
P003-11b | BOP Shop — Natural Gas Usage None N/A
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1. Restrictions:

o
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The permittee shall at no time operate the BOP Shop while generating particulate emissions unless
the subject equipment is properly maintained and operated in accordance with the following:
[§2101.05.a.1; §2103.12.2.2.B]

1) Emissions from the hot metal mixer, direct pour station, charging ladle and metal
desulfurization station shall be controlled by movable hood and mixer fixed hood and
directed to the BOP Mixer & Desulfurization Baghouse; "

2) Emissions from hot metal slag skimming and BOP Vessel.
dumping shall be controlled by the charging aisle and fug
hoods and directed to the BOP Secondary Baghouse;:

d R harging, tapping and slag
isle roof canopies and charging

3) Emissions from flux railcar hopper, BOP flux m er, BOP flux material
internal conveying/transfer No.1, and BOP flux ing/transfer No.2 shall
4) y a water-cooled

bber.

Ve scrap bundles inté e;ny BOP vessel.
ary 10, 1991]

The permittee shall not charge Number two (
[Permit No. 7035003-002-93800, Condition 6, iss

The permittee shall incline the

0° (between 40° and 50° from the
vertical axis) during the pouring i

1 Action No. 99-1783; Permit

30P Shop, including the BOP furnaces
1 equipment, in compliance with Article

) and drying shall comply with the COG requirements in
268528 \w \h }*{§2105.21.h.4]

not cause to be discharged to the atmosphere any gases that exit from a control
1y for the collection of secondary emissions from the BOPF that contain particulate
ss of 0.005 gr/dscf. [§63.7790(a)(1), Table 1, Item 9.c; §2103.12.g; §2102.04.b.6,
1d IP- 0051-1004a]

matter
§2105.03,

The permittee must not cause to be discharged to the atmosphere any gases that exit from a control
device used for the collection of emissions from each hot metal transfer, skimming, and
desulfurization operation that contain particulate matter in excess of 0.01 gr/dscf. [§2103.12.g;
§63.7790(a), Table 1, Item 10]

The permittee must not cause to be discharged into the atmosphere any secondary emissions that
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exit any opening in the BOPF shop or any other building housing the BOPF or BOPF shop
operation that exhibit opacity greater than 20 percent (3-minute average). [§2103.12.g;
§63.7790(a), Table 1, Item 12 and IP-0051-1004a, Condition V.A.1.F]

The permittee must meet each operating limit for capture systems and control devices in paragraphs
[ REF Refl52555937 ‘w ‘\h \* MERGEFORMAT | and [ REF Refl52555948 ‘w ‘p \h *
MERGEFORMAT ]: §2103.12.g; [§63.7790(b)]

1) The permittee must operate the secondary baghouse fan motor
emissions from a BOPF at or above 305 amps value or setti )
limits in the most recent developed operation and maip
[§2103.12.g; §63.7790(b)(1), IP-0051-1004a, Condition:

eres applied to secondary
blished for the operating
nce plan (October 19, 2015).

2) For a venturi scrubber applied to meet the parti¢
_Refl152556140 \w \p \h \* MERGEFORMAT ], th

it in Condition [ REF
in the hourly average

The permittee must be in compliance
Subpart FFFFF at all times. [§2103.12.g; §63.

Ref242156477 \n \h ]-1 below.
Fugitive emissions shall be inclu 1,§2104.02.c. [§2103.12.a.2.B,
§2104.02.¢.9.B; SO, SIP IP 0051 wditior d.c, V-A-2]

'RGEFORMAT J-1
ons

_____ 44.12 193.24
44.12 193.24
44.12 193.24
41.45 181.55
2,575.44 11,280.42
_ 2.71 11.88
ganic Compounds (VOC) 3.80 16.63

ed as any consecutive 12-month period.

mitations in Table V-[ REF Ref242156477 ‘\n \h ]-2. [IP-0051-1004a &
; SO, SIP IP #0051-1006, Condition V.A.1.c Table V-1-2]
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TABLE V-| REF _Ref242156477 \n \h \* MERGEFORMAT ]-2

PM (filterable)
Vessel F/R BOP Shop PM (filterable) 24.90 109.10
Secondary Emission Control S006 PM., s (filterable) 24.90 109.10
System VOC 233 10.22

*A year is defined as any consecutive 12-month period.

**Includes emissions from hot metal slag skimming, vessels F & R fugs teel tapping and slag dumping.

n. pns in Tables V-D-3 and
Table V-1-2
TABLE V-[ REF Ref242156477\ \* MERGEFORMAT -3
Sulfur Dioxide (SO
0. The permittee shall not operate or

a manner that emissions of particul

ssions in pounds per hour, and
£(E¥x (W) pounds per hour,
steel produced,

jons for purposes of this paragraph unless the stack emissions can be accurately
mgasured, and all fugitive emissions do not exceed the standards established by §2104.01

of this Article or any alternative standard(s) established for such source pursuant to
§2104.01 of Article XXI.

p- Emissions from the BOP Mixer and Desulfurization baghouse (stack S005), shall not exceed the

emission limitations in Table V-[ REF Ref242156477 \n ‘\h ]-3 below. [§2104.02.b;
§2103.12.2.2.B]
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TABLE V-D4

Particulate Matter (filterable)* 7.0 100 18.25
PM, (filterable)* 7.0 100 18.25
Volatile Organic Compounds (VOC 0.46 2.01

* A year is defined as any consecutive 12-month period.

q- The permit shall not operate the BOP Mixer and Desulfuriza house (stack S005) in such a
manner that the concentration of sulfur oxides, expres; - dioxide, in an effluent gas
exceeds the lesser of the potential to emit or 500 ppm ( ;

2. Testing Requirements:

a. The permittee shall perform emission teg
equivalent Ib/hr emission rates and plu 006, S007 and SOg
with Site Level Condition [ REF Ref739634 : ERGEFORMA | and §2108.02.

[§2108.02 and §2103.12.h.1]

b. The permittee shall conduct s
applicable PM and opacity limi
_Ref242268705 \w \p \h ] at the
\h 1. [§63.7821(a); §2103.12.h &§

c. .

nce every five years from the date of the most recent
ndition [ REF _Ref378841426 \w \h ]. [§2103.12.h;

d. nce test that applies to the secondary emissions control

uss et-tvop.doc

n §63.7(e)(1) and the conditions detailed in Conditions [

hs [ REF _Ref264644112 \w \h ] and [ REF _Ref264644137 \w \h ] below,
idition [ REF Ref64261102 \w \h ] above. [§2103.12.h; §63.7822(b) and

test m hods in appendix A to 40 CFR, Part 60 or another Department approved test method:

a) Method 1 to select sampling port locations and the number of traverse points. Sampling
ports must be located at the outlet of the control device and prior to any releases to the
atmosphere.

b) Method 2, 2F, or 2G to determine the volumetric flow rate of the stack gas.

¢) Method 3, 3A, or 3B to determine the dry molecular weight of the stack gas.

d) Method 4 to determine the moisture content of the stack gas.
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e) Method 5, 5D, or 17, as applicable, to determine the concentration of particulate matter
(front half filterable catch only).
f) Method 202 as applicable, to determine condensable PM & PM 5

2) Collect a minimum sample volume of 60 dry standard cubic feet (dscf) of gas during each
particulate matter test run. Three valid test runs are needed to comprise a performance test.

The permittee shall perform emissions tests for NOx, SOx, CO and
scrubber to demonstrate compliance with condition [ REF Ref2682
be repeated at least once every two years from the date of the
NOx, SOx, CO and VOC shall be conducted in accordang
Methods in Appendix A of 40 CFR Part 60, Article XXI §2
test method: (§2103.12.h.1; §2108.02.b, §2108.02.¢.)

C on the BOP Shop venturi
_ \w\h ]. The testing shall

st recent valid. test. Testing for
ith the following approved EPA
inother Department approved

1) Method 7, 7A, 7B, 7C, 7D, or 7E to determi
2) Method 6 to determine the SOx emissiong
3) Method 10, 10A or 10B to determine th
4) Method 18 to determine the VOC ¢

% emissions;

For a primary emission control system applied to emi
and for a control device applici.solely to secondary emij
complete the requirements of [ REF Refl15257

1)

roduction cycles. The steel production cycle begins
nds 3 minutes after the slag is emptied from the

7822(2)(2)]

‘from BOP shop ancillary operations (hot metal transfer,
skimmutt 1), sample only when the operation(s) is being conducted. [§2103.12.h;

§63.7822(h

The permittee must conduct each visible emissions performance test such that the opacity
observations overlap with the performance test for particulate matter. [§2103.12.h; §63.7823(b)]

To determine compliance with the opacity limit in Condition [ REF Ref242268705 \w \h | above
for the BOP shop: [§2103.12.h; §63.7823(d)]

1) Using a certified observer, determine the opacity of emissions according to Method 9 in
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appendix A to part 60 of this chapter except as specified in conditions [ REF _Ref133049003 \w
\h \* MERGEFORMAT ] and [ REF _Ref133049008 \w p \h \* MERGEFORMAT ]: [§2103.12.h;
§63.7823(d)(1)]

2) Instead of procedures in section 2.4 of Method 9 in appendix A to 40 CFR Part 60, record
observations to the nearest 5 percent at 15-second intervals for at least three steel production
cycles. [§2103.12.h; §63.7823(d)(ii)]

) CFR Part 60, determine
secutive observations recorded

3) Instead of procedures in section 2.5 of Method 9 in appendix
the 3-minute block average opacity from the average of 12
at 15-second intervals. [§2103.12.h; §63.7823(d)(iii)] .

4)

§63.7823(d)(4)]

5) Determine and record the starti ing 1 J ¢ S uction cycle.
[§2103.12.h; §63.7823(d)(5)] ;

during the performance fest at
maintenance plan, per Condition
[ REF Ref152578937 \w \h ]
§63.7824(a)]

r the plocedures in conditions
w \h ] below. [§2103.12.h;

D :
m operation and maintenance plan according to the
3.7830(a). [§2103.12.h; §63.7824(a)(1)]

form mé test report that during all observation period segments, the capture
ing at the values or settings established in your capture system operation and
. [§2103.12.h; §63.7824(a)(4)]

tibber subject to operating limits for pressure drop and scrubber water flow rate in
I Ref152579289 \w \p \h \* MERGEFORMAT ], the permittee must establish site-
specific operating limits according to the procedures in conditions [ REF _Ref152579889 \w \h \*
MERGEFORMAT ] and [ REF _Ref152579895 \w \p \h \* MERGEFORMAT ]. The permittee may
establish the parametric monitoring limit during the initial performance test or during any other
performance test run that meets the emission limit. [§2103.12.h; §63.7824(b)]

1) Using the CPMS required in §63.7830(c), measure and record the pressure drop and scrubber

water flow rate during each run of the particulate matter performance test. [§2103.12.h;
§63.7824(b)(1)]
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2) Compute and record the hourly average pressure drop and scrubber water flow rate for each
individual test run. Your operating limits are the lowest average pressure drop and scrubber
water flow rate value in any of the three runs that meet the applicable emission limit.
[§2103.12.h; §63.7824(b)(2)]

Measurement of visible emissions to determine compliance with the opacity limits in Condition [
REF Ref102266128 \w \h ] shall be performed according to the procedures established by
§2107.11. [§2104.01.d]

The permittee may change the operating limits for a capture
conditions| REF Ref242167434 \w \h ] through [ REF Re.
[§2103.12.h; §63.7824(c)]

_ if the requirements in
167499 \w \h ] below are met.

1) Submit a written notification to the Department 0
test to revise the operating limit.

2) Conduct a performance test to demonstrate ¢
in Conditions [ REF Ref152556140 \w

3) Establish revised operating limits accos
_Ref242167963 \w\h ] and [ REF _R.
system.

The Department reserves th
compliance with the terms an
accordance with Article XXI §21

missions testing sufficient to assure
uch testing shall be performed in

ght to require add
ditions of this p

; Condition V.A.3.¢c §2103. 12.i]

e system subject to an operating limit in Condition [ REF

you must make a visual check at least once every 24 hours to verify that each damper for the
capture system is in the same position as during the initial performance test.

2) If you use a flow measurement device to monitor the operating limit parameter for a capture
system applied to secondary emissions from a BOP, you must monitor the average rate for each
steel production cycle ( e.g., the average actual volumetric flow rate through each separately
ducted hood for each steel production cycle, the average total volumetric flow rate at the inlet

[ PAGE ] Proposed: May 26, 2022



TERMS AND CONDITIONS

uss et-tvop.doc

to the control device for each steel production cycle) according to the requirements in [ REF
_Ref242169162 \w\h ] through [ REF Ref242169208 \w \h | below.

For the Mixer Baghouse applied to meet the particulate emission limit in Conditions [ REF
_Ref152656369 \whh Jand [ REF Ref378841426 \w \h ] above, the permittee shall install, operate,
and maintain a bag leak detection system according to Condition [ REF _Ref152735847 \w \p th \*
MERGEFORMAT ] and monitor the relative change in particulate matter loadings according to the
requirements in Conditions [ REF Ref242169162 \w \h ] through REF Ref242169208 \w \h ]
below. [§2103.12.1; §63.7830(b)(1)]

The permittee shall conduct inspections of the BOP Secondg
the specified frequencies according to the following g
§2103.12.4;]
1) Monitor the pressure drop across each baghouse:
the normal operating range identified in the mi
2) Confirm that dust is being removed from.
means of ensuring the proper functioni
3) Check the compressed air supply for
4) Monitor cleaning cycles to ensure proper opéd
5) Check bag cleaning mechanisms for proper fun
equivalent means.
6) Confirm the physical inte
baghouse interior for air leak
7) Inspect fans for wear, mate
vibration detectors, or equivale

house and Mixer Baghouse at
[§63.7830(b)(4)(1)-(viii);

essure drop is within

MERGEFORMAT ] the permittee must install, operate
ments in Condition [ REF _Ref152735854 \w \p \h \*

i CPMS sampling probe or other interface at a measurement location relative
system applied to secondary emissions such that the measurement is

analy7el and the data collection and reduction system;

3) Performance evaluation procedures and acceptance criteria (e.g., calibrations);

4) Ongoing operation and maintenance procedures in accordance with the general requirements
of §§63.8(c)(1), (c)(3), (c)(4)(iD), (c)(7), and (c)(8);

5) Ongoing data quality assurance procedures in accordance with the general requirements of
§63.8(d); and

6) Ongoing recordkeeping and reporting procedures in accordance the general requirements of
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§§63.10(c), (e)(1), and (e)(2)(); and
7) Corrective action procedures you will follow in the event a venturi scrubber exceeds the
operating limit in Condition [ REF Ref152579289 \w \p \h \* MERGEFORMAT ].

Unless otherwise specified, each CPMS must: [§2103.12.1; §63.7831(b)]

1) Complete a minimum of one cycle of operation for each successive 15-minute period and
collect a minimum of three of the required four data points to conbtltute a valid hour of data;

2) Provide valid hourly data for at least 95 percent of every avera period; and

3) Determine and record the hourly average of all recorded readin

The permittee must conduct a performance evaluation of e S in accordance with the site-

specific monitoring plan. [§2103.12.1; §63.7831(c)]

control baghouse according to the requii
through [ REF Ref242171203 \w \h ] above.

bag leak detection system accord
1) The system must be certifie

particulate matter at concentrat
actual cubic foot) or less.

6) Following the initial adjustment, do not adjust the sensitivity or range, averaging period, alarm
set points, or alarm delay time, except as detailed in your operation and maintenance plan. Do
not increase the sensitivity by more than 100 percent or decrease the sensitivity by more than
50 percent over a 365-day period unless a responsible official certifies, in writing, that the
baghouse has been inspected and found to be in good operating condition.

7) Where multiple detectors are required, the system's instrumentation and alarm may be shared
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among detectors.

For a venturi scrubber subject to operating limits in Condition [ REF Refl152579289 \w \p \h \*
MERGEFORMAT ] for pressure drop and scrubber water flow rate, the permittee shall install,
operate, and maintain each CPMS according to the requirements in Conditions] REF
_Ref242158971 \w \h ] through [ REF _Ref242171203 \w\h ]. [§2103.12.i; §63.7831(g)]

Except for monitoring malfunctions, out-of-control periods as specified in §63.8(c)(7), associated
repairs, and required quality assurance or control activities (incly s applicable, calibration
checks and required zero and span adjustments), the permitige must monitor continuously (or
collect data at all required intervals) at all times the capture s plied to secondary emissions
is operating. [§2103.12.1; §63.7832(a)]

The permittee may not use data recorded duri ing m
required quality assurance or control activities i

emission or operating levels or to fulfill a m
The permittee must use all the data co]]
[§2103.12.1; §63.7832(b)]

A monitoring malfunction is any sudden, infreque
monitoring to provide valid data, Monitoring failure
or careless operation are not m i

The permittee shall demonstrate ¢
skimming, and desulfurization ope

ow 0.005 gr/dscf; and
at performance tests at least every two years from the date of the initial

833(a), Table 3, Item 10]
sions of particulate matter from a control device at or below 0.01 gr/dscf;

ubsequent performance tests at least once every five years from the date of the
formance test. [Table 3, Item 10.b and § 63.7821]

3) For each roof monitor at the BOP shop: [§2103.12.1; §63.7833(a), Table 3, Item 12]

a) Maintain the opacity of secondary emissions that exit any opening in the BOP shop or other
building housing the BOP shop or shop operation at or below 20 percent (3-minute
average); and

b) Conduct subsequent performance tests at least every two years from the date of the initial
performance test. [§63.7833(a), Table 3, Item 12.b and § 63.7821]
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g- The permittee shall demonstrate continuous compliance with the BOP Secondary Baghouse and
venturi scrubber subject to an operating limit in Condition [ REF Ref152578455 \w \h ] above by
meeting the following requirements: [§2103.12.1; §63.7833(b)]

1) Operate the capture system at or above the lowest values or settings established for the
operating limits in your operation and maintenance plan; and

2) Monitor the capture system according to the requirements in §63.7830(a) and collect, reduce,
and record the monitoring data for each of the operating limif, parameters according to the
applicable requirements of 40 CFR 63, Subpart FFFFF.

nit in 40 CFR 63 Subpart FFFFF
. meeting the requirements in

. For the Mixer baghouse applied to meet any particulate emi
Table 1, the permittee must demonstrate continuous co

E§2103.12.i; §63.7833(c)]
1) For a baghouse equipped with a bag leak
leak detection system according to ¢

2) Inspecting each baghouse ac¢
records needed to document cot

3) Maintaining
detection g

“(d)(1) through (4) of this section: [§2103.12.i;

"and reducing monitoring data for pressure drop and scrubber water flow rate
i g to Condition [ REF _Ref153008775 \w \p \h \* MERGEFORMAT ] and recording all
information needed to document conformance with these requirements.

4) If the hourly average pressure drops or scrubber water flow rate is below the operating limits,
you must follow the corrective action procedures in Condition [ REF _Ref153009292 \w \p \h \*
MERGEFORMAT ] of this section.

t. If the hourly average pressure drop or water flow rate for a venturi scrubber exceeds the operating
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limit, the permittee must follow the procedures in paragraphs [ REF Refl53009434 \w \h \*
MERGEFORMAT ] through [ REF Ref153009439 \w \p \h \* MERGEFORMAT |- [§2103.12.1;
§63.7833(g)]

1) Permittee must initiate corrective action to determine the cause of the exceedance within 1
hour. During any period of corrective action, the permittee must continue to monitor, and
record all required operating parameters for equipment that remains in operation. Within 24
hours of the exceedance, you must measure and record the hourly average operating parameter
value for the emission unit on which corrective action w, «en. If the hourly average
parameter value meets the applicable operating limit, the orrective action was successful,
and the emission unit is in compliance with the applic

2) initi ecti i ired i | E Ref153009434 \w \p \h ¥

erlod of corrective
parameters for

the next 24 hours (48 hours from the time
action, you must continue to monito
equipment that remains in operation
and record the hourly average opetating
corrective action was taken. If the hourly";
operating limit, then the corrective action
compliance with the applicable operating limit.

3) Ifthe second attempt at corre
MERGEFORMAT ] was not suc
next semiannual compliance re

light operations. A trained individual shall record
ther these emlssmns extend beyond the facnhty

-1cat10n and semi-annual report of momtormg and recordkeeping,
and/or Department findings. [§2103.12.h.1]

all keep and maintain the following data for the BOP Shop Secondary Emission

Control iise: [§2103.12.5; §2103.12.h.1]

1) Records to demonstrate compliance with parameter chosen in accordance with [ REF
_Ref153079567 \w \h ] and [ REF Ref242501621 \w \h ]; and

2) Once per day recording of the differential pressure drop across each baghouse module as
required by Condition [ REF _Ref242177094 \w \h \* MERGEFORMAT ] above.

The permittee shall keep and maintain records to demonstrate compliance with the requirements of
this permit, including stack test protocols and reports.[§2103.12.j; §2103.12.h.1]
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The permittee shall keep and maintain records to demonstrate compliance with the requirements of
this permit, including the following: [SO, SIP IP 0051-1006, Condition V.A.4.a§2103.12.j;
§2103.12.h.1; §2108.01.e.2.E]

1) Number of BOP Shop heats and steel production (daily, monthly, 12-month);

2) The total amount and type of fuel used at the BOP Shop (hourly, monthly, 12-month);

3) The COG sulfur concentration, as H».S, measured at U.S. Stcel lairton Works in accordance
with condition [ REF _Ref101608827 \w \p \h \* MERGEFORM d

4) Stack test protocols and reports.

The permittee shall maintain records of air pollution cont inspections and performance
evaluations and all records of calibration checks, adjusi ntenance performed on all
equipment that is subject to section [ REF Ref2 . \ his permit. [§2103.12.j;
§2103.12.h.1] "

The permittee shall keep the following reco;

: .to comply with 40 CFR Part 63,
g any initial notification or notification
e requirements in §63.10(b)(2)(xiv).
shutdown, and malfunction.

city observations as required

1) A copy of each notification and report t
Subpart FFFFF, including all documentation sty
of compliance status that was submitted, accord

2) The records in §63.6(e)(3)(

3) Records of performance test
in §63.10(b)(2)(viii).

: or visual observations. [§2103.12.;

occurrence élong with corrective action taken to restore compliance. [§2103.12.j; §2103.12.h.1]
The permittee shall maintain records of all maintenance performed on the BOP Shop as required
by condition [ REF Ref80026236 \w \h ]. These records shall be made available to the Department
upon request for inspection and/or copying. (RACT IP8a, Condition V.C.2.a; 25 Pa Code
§129.100; §2102.04.b.5)

As specified in §63.10(b)(1), All records shall be retained by the facility for at least five (5) years
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following the date of each occurrence, measurement, maintenance, corrective action, report, or
record. These records shall be made available to the Department upon request for inspection and/or
copying. [§63.7843(b) and §2103.12.j.2]

n. The permittee must keep each record on site for at least 2 years after the date of each occurrence,
measurement, maintenance, corrective action, report, or record according to §63.10(b)(1). Records
may be kept offsite for the remaining 3 years. [§63.7843(c) and §2103.12.j.2]

Reporting Requirements:

a. The permittee shall report the following information semiar he Department in accordance
with General Condition [ REF _Ref471994350 \w \p \l

information for the time period of the report: [§2103.12

b. Reporting instances of non-compliance in accorda
¥ MERGEFORMAT ] abov .docs not rehcvc

ghditions [ REF _Ref152556140 \w\h \* MERGEFORMAT ] through
MERGEFORMAT ], the permittee must submit an initial notification
12.k.1; §63.7825(c)]

bmit all of the applicable notifications in §§63.6(h)(4) and (5), 63.7(b) and
and 63.9(b) through (h) by the specified dates. [§2103.12.k.1; §63.7840(a)]

g. Compliance report due dates. Unless the Department has approved a different schedule, the
permittee must submit a semiannual compliance report to the Department according to the
following requirements: [§2103.12.k.1; §63.7841(a)]

1) The compliance report must cover the semiannual reporting period from January 1 through
June 30 or the semiannual reporting period from July 1 through December 31.
2) Each subsequent compliance report must be postmarked or delivered no later than July 31 or
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January 31, whichever date comes first after the end of the semiannual reporting period.

h. Compliance report contents. Each compliance report must include the information in paragraphs
[ REF Ref242180043 \w \h ] through [ REF Ref242180048 \w ‘p \h ] and, as applicable,
paragraphs [ REF Ref242180053 \w\h | through [ REF Ref242180066 \w\p\h ]. [§2103.12.k.1;
§63.7841(b)]

1) Company name and address.
2) Statement by a responsible official, with that official's name, it
truth, accuracy, and completeness of the content of the repot
3) Date of report and beginning and ending dates of the re
4) If the permittee had a startup, shutdown, or malfunction
actions consistent with the startup, shutdown, and
include the information in §63.10(d)(5)(1). g
5) Ifthere were no deviations from the continu
_Ref242177604 ‘w \h ] through [ R

signature, certifying the

eriod.
reporting period and took
the compliance report must

iance require
_Ref153009292 \w \h

Conditions [ REF
ove, and [ REF

no deviations from the emission limit:

the reporting period.
6) If there were no periods during which a contim nonitoring system (including a CPMS)
was out-of-control as specified in §63 8(c)T), ent that there were no periods during

which the CPMS was out-
7) For each deviation from an
through [ REF _Ref152656369

i conditions [REF Ref242180043 \W\h
the information in conditions [ REF

REF Ref242260384 \w \h ] below.

a) The date and time that each malfunction started and stopped.

b) The date and time that each continuous monitoring was inoperative, except for zero (low-
level) and high-level checks.

¢) The date, time, and duration that each continuous monitoring system was out-of-control as
specified in §63.8(c)(7), including the information in §63.8(c)(8).

d) The date and time that each deviation started and stopped, and whether each deviation
occurred during a period of startup, shutdown, or malfunction or during another period.

e) A summary of the total duration of the deviation during the reporting period and the total
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a.

uss et-tvop.doc

duration as a percent of the total source operating time during that reporting period.

1) A breakdown of the total duration of the deviations during the reporting period including
those that are due to startup, shutdown, control equipment problems, process problems,
other known causes, and other unknown causes.

g) A summary of the total duration of continuous monitoring system downtime during the
reporting period and the total duration of continuous monitoring system downtime as a
percent of the total source operating time during the reporting period.

h) A brief description of the process units.

1) A brief description of the continuous monitoring system,

1) The date of the latest continuous monitoring system ce audit.

k) ¢ tems, processes, or controls

and (5), 63.7(b) and
source by the dates

The permittee shall report the monthly
hazardous air pollutants of VOCs semiannu

The permittee shall also operate
in accordance with the Operating

[§63.7800(a) and RACT Order No. 235, Condition 1.1;

1} times according to the written operation and maintenance plan
‘or the most recent developed operation and maintenance plan for
“BOP capture system or control device. The plan must address the
§63.7800(b); §2103.12.h]

Vessel hoods

Ductwork from quencher to damper
Vessel isolation damper

E-Stack and seal

Hood sprays system

Quencher water system

Recycle water system
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Thickener and drum system

Gas cooling water system

Ductwork from cooling tower to ID fans
Hood closed loop cooling water system
Hood open loop cooling water system
A&B ID fan system

b) BOP Secondary Emission Control Capture System (Fugiti ghouse):

Ductwork from roof to Isolation Dampers;
Ductwork from isolation dampers to fan inle
Isolation dampers and actuators
Baghouse fan integrity

Charge hood

Ductwork from charge hood to
Charge isolation dampers, seals

limits for each capture system applied to secondary
fiirements in conditions [ REF Ref242261909 \w

st use appropriate operatmg limit parameters that mdlcate the
raft and the damper position settings for the capture system when
[ emissions, including revised settings for seasonal variations.

ssure. [§63.7800(b)(3)()]

b) t cach operating limit parameter selected in condition [ REF _Ref242261909 \w \h ]
above, designate the value or setting for the parameter at which the capture system operates
during the process operation. If your operation allows for more than one process to be
operating simultaneously, designate the value or setting for the parameter at which the
capture system operates during each possible configuration that you may operate.

[§63.7800(b)(3)(ii)]

¢) Include documentation in your plan to support your selection of the operating limits
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established for the capture system. This documentation must include a description of the
capture system design, a description of the capture system operating during production, a
description of each selected operating limit parameter, a rationale for why you chose the
parameter, a description of the method used to monitor the parameter according to the
requirements of §63.7830(a), and the data used to set the value or setting for the parameter
for each of your process configurations. [§63.7800(b)(3)(iii)]

5) Corrective action procedures for baghouses equipped with
continuous opacity monitoring systems (COMS). In the event
is triggered or emissions from a baghouse equipped wit
opacity of 5 percent, you must initiate corrective acti
within 1 hour of the alarm, initiate corrective action

leak detection systems or
gieak detection system alarm
MS ¢exceed an hourly average
termine the cause of the alarm
cause of the problem within

222562 \w \h ] above and recording all information needed to
h these requirements; and

Condition
document

ing all information needed to document conformance with these requirements.
maintain a current copy of the operation and maintenance plan required in
_Ref242158702 \w \h ] above onsite and available for inspection upon request.

The permittee shall calibrate, maintain, and operate all instrumentation, process equipment, and
control equipment according to manufacturer’s recommendations.[§2105.03]

The permittee shall charge hot metal into a BOP vessel by pouring the hot metal in a slow

continuous flow at a steady rate. [Permit No. 7035003-002-93800, Condition 4, Issued January
10, 1991]
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The permittee shall maintain the primary hoods and repaired as necessary to minimize the
openings in the hood.[Permit No. 7035003-002-93800, Condition 8, Issued January 10, 1991]

The permittee shall operate the hot metal transfer fume control system during the transfer of the
hot metal and during the desulfurization of hot metal. [Permit No. 7035003-002-93800, Condition
9, Issued January 10, 1991]

The permittee shall empty the flux handling baghouses by meang: uum hopper truck or any
other appropriate methods approved by the Department. [Per [
Condition 10, Issued January 10, 1991]

The permittee shall empty the flux handling baghouses
at a weekly rate of 120 or more heats; and once a

ate is less than 120 heats
per week. [Permit No. 7035003-002-93800, Cont !

991]

The permittee may charge the BOP vessel. : alvanized scrap.
[Permit No. 7035003-002-93800, Conditio

s it is‘i)roperly operaféd and maintained
ol practices by performing regular

At no time shall the permittee operate the BOP Shoy
according to good engineering and air pollutio
maintenance with the exceptioniof actions to miti
Condition V.C.1.a; Order No. 2 i

The General
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TERMS AND CONDITIONS

E. Process P004: Ladle Metallurgical Facility
Process Description: Ladle Metallurgical Facility
Facility ID: P004
Max. Design Rate: 3,467,500 TPY steel
Raw Materials: Steel (Liquid), Fluxes, Scrap, Alloy Additives
Control Device(s): See Below
Stack I.D.: See Below

Process P004, the LMF Operation, consists of the following equipr

 activities:

LMF Flux/Alloy Handling System
P004-2 LMF Vessel
. - ‘ N/A (exhaust
P0O04-3 LMF Tripper Car Conveyor System inside building)
P004-4 Pneumatic Lime Bin Feeder Sys Collector p/a.(exha}lst.s
inside building)
1. Restrictions:

uss et-tvop.doc

ow to be opétated, LMF Vessel and flux/alloy handling
ssions from the vessel and ductwork connecting the

Conditior V.A.l.c; Permit No. 7035003-002-93900, condition 3, issued March 1, 1994,
§2101.05.a.1]

The LMF Flux/Alloy Handling System, the LMF and all related operations, activities, and facilities
including all equipment preparation and repair shops, shall not be operated, nor allowed to be
operated, in such manner that visible fugitive emissions from any of these operations or activities,
excluding uncombined water: [IP 0051-1005, Condition V.A.1.d; Permit No. 7035003-002-93900,
condition 4, issued March 1, 1994; §2101.05.a.1]

[ PAGE ] Proposed: May 26, 2022



TERMS AND CONDITIONS

perating Permi

1) Equal or exceed an opacity of 15% for a period or periods aggregating more than three (3)
minutes in any sixty (60) minute period; or
2) Equal or exceed an opacity of 45% at any time.

Emissions from the transfer of lime materials from transport vehicles to the LMF Flux/Alloy
Handling System shall be collected and exhausted to the LMF Dust Collectors (LMF Tripper Car
Dust Collector and Lime Bin Vent Dust Collector). [IP 0051-1005, Condition V.A.6.¢; Permit No.
7035003-002-93900, condition 5, issued March 1, 1994; §2101.05.

all maintain a negative pressure
s that may escape the control

The automatic fume damper on the LMF emission control syste
within the collection hood when operating to minimize any.4
system. [IP 0051-1005, Condition V.A.6.f; Permit No. 7
March 1, 1994; §2101.05.a.1]

bubbling rel
in the tappmg alslc of t

No processing activities other than slag raking ;
conducted at the LMF slag raking station 10
(BOP) Shop. Other processing activities .
the Department in a permit that specific
a demonstration, in a manner approved by the Dk
cause or contribute to any violations of the applic
002-93900, condition 9, issuedibarch 1, 1994; §2101.03

ag raking shall be
i en process

t in advance that suc actlvmee do not
ssions standards. [Permit No. 7035003-

1 Control Baghouse shall not exceed the emission
O \n \h ]-1 at any time. [IP 0051-1005, Condition

Particulate Matter (filterable)

PM (filterable) 5.12 22.43
PM; s (filterable) 5.12 22.43
PM (condensable) 0.25 1.10

1A vear is defined as any 12 consecutive months.

2. Testing Requirements:

a.

uss et-tvop.doc

The permittee shall perform emission tests for exhaust gas PM concentrations (gr/dscf) and
equivalent 1b/hr emission rates and plume opacity at stack S009 in accordance with Site Level
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Condition [ REF Ref73963475 \w \p \h \* MERGEFORMAT ] and §2108.02 to demonstrate
compliance with Conditions [ REF _Ref284336830 \w \h \* MERGEFORMAT ], [ REF _Ref284338756
‘wih \* MERGEFORMAT ], and [ REF _Ref301959034 \w \h \* MERGEFORMAT ] above. The testing

shall include condensable PM and shall be repeated at least once every two years. [§63.7821(a);
§63.7821(c); §2108.02; §2103.12.h.1; and IP 0051-1005, Condition V.A.2.a].

The permittee must conduct each performance test that applies to the LMF Baghouse emissions
according to the requirements in §63.7(e)(1) and the conditions detailed in Conditions [ REF
_Ref301964625 \w \h  \* MERGEFORMAT ] and [ REE 284402775 \w \n  \*
MERGEFORMAT ] below. [§63.7822(a)]

To determine compliance with the applicable emission li iculate matter in Conditions [
REF Ref284336830\w\h \* MERGEFORMAT ], and [ RE
] above, follow the test methods and procedures
MERGEFORMAT ] and [ REF _Ref284338002 \w \p:i]
[ REF _Ref64261102 \w \p \h ] (“Emissions,

V.A2.c; §2103.12.h; §63.7822(b) and §2

284337997 \w \h \*
Site Level Condition
1005, Condition

ing Requirements”). [I

1) Determine the concentration of particulat
test methods in appendix A to 40 CFR, Part 6
approved test method:

! g to the followi g approved EPA
e XXI §2108.02 or another Department

a) Method 1 to select samp

ports must be located at
atmosphere.
b)
¢) _
d) content of the stack gas.
to determine the concentration of particulate matter

h; §63.7822(1)]

The perm -eé must conduct each performance test that applies to the LMF according to the
requirements in §2108.02, §63.7(h)(5), and the conditions detailed in Conditions [ REF
_Ref301964277 \w \h \* MERGEFORMAT ] below. [§63.7823(a)]

The permittee must conduct each visible emissions performance test such that the opacity
observations overlap with the performance test for particulate matter. [P 0051-1005, Condition
V.A2.g; §2103.12.h; §63.7823(b)]
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h. Measurement of visible emissions to determine compliance with the opacity limits in Condition [
REF Ref284338758 ‘w \h \* MERGEFORMAT | above shall be performed according to the
procedures established by §2107.11. [§2104.01.d]

i. The Department reserves the right to require emissions testing sufficient to assure compliance with
the terms and conditions of this permit. Such testing shall be performed in accordance with Article
XXTI§2108.02. [§2103.12.h.1]

3. Monitoring Requirements:

a. For each baghouse applied to meet the particulate n limit in Condition [ REF
_Ref284336830 \w \p \h \* MERGEFORMAT ], the persi 1l.install, operate, and maintain
a bag leak detection system according to Conditich 284340065 \w \p \h \*
MERGEFORMAT ] and monitor the relative change.i er loadings according to

017 RMAT ] and [ REF

b. The permittee shall conduct inspecti d frequencies

uss et-tvop.doc

according to the following requirements: 21; 1P 0051-1005,

Condition V.A.3.b]

1) Monitor the pressure drop

the normal operating range i
2) Confirm that dust is being re
3)
4)
5)

Check the compressed air supply
hitigeycles to ensur

6)

veloped site specific monitoring plan that addresses the following
.7831(a)]

analyzer, and the data collection and reduction system;

3) Performance evaluation procedures and acceptance criteria (e.g., calibrations);

4) Ongoing operation and maintenance procedures in accordance with the general requirements
of §§63.8(c)(1), (c)(3), ()()(iD), (c)(7), and (c)(8);

5) Ongoing data quality assurance procedures in accordance with the general requirements of
§63.8(d); and

6) Ongoing recordkeeping and reporting procedures in accordance the general requirements of
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§§63.10(c), (e)(1), and (e)(2)(i); and
Unless otherwise specified, each CPMS must: [§2103.12.1; §63.7831(b)]

1) Complete a minimum of one cycle of operation for each successive 15-minute period and
collect a minimum of three of the required four data points to constitute a valid hour of data;

2) Provide valid hourly data for at least 95 percent of every averaging period; and

3) Determine and record the hourly average of all recorded readin

The permittee must conduct a performance evaluation of each
specific monitoring plan. [§2103.12.1; §63.7831(c)]

ind maintain
the bag leak detection system according4 §63.7831(%)

and IP 0051-1005, Condition V.A.3.c]

1) The system must be certif
particulate matter at conce
actual cubic foot) or less.

2) The system must provide out

3)

4) - effect must be installed, operated, and
h the guidance document, “Fabric Filter Bag Leak
September 1997. The permittee may install,

k detection systems in a manner consistent with the

mient, do not adjust the sensitivity or range, averaging period, alarm
#time, except as detailed in your operation and maintenance plan. Do
nsitivity by more than 100 percent or decrease the sensitivity by more than
365-day period unless a responsible official certifies, in writing, that the

Except for monitoring malfunctions, out-of-control periods as specified in §63.8(c)(7), associated
repairs, and required quality assurance or control activities (including as applicable, calibration
checks and required zero and span adjustments), the permittee must monitor continuously (or
collect data at all required intervals) at all times the capture system applied to LMF emissions is
operating. [§2103.12.1; §63.7832(a)]

The permittee may not use data recorded during monitoring malfunctions, associated repairs, and
required quality assurance or control activities in data averages and calculations used to report
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emission or operating levels or to fulfill a minimum data availability requirement, if applicable.
The permittee must use all the data collected during all other periods in assessing compliance.
[§2103.12.1; §63.7832(b)]

A monitoring malfunction is any sudden, infrequent, not reasonably preventable failure of the
monitoring to provide valid data. Monitoring failures that are caused in part by poor maintenance
or careless operation are not malfunctions. [§2103.12.i; §63.7832(c)]

The permittee shall demonstrate continuous compliance with the lad
to an emission or opacity limit in Conditions [ REF _Ref284336830
] by meeting the following requirements: [§2103.12.1; §63.783.
10035, Condition V.A.3.d] :

1etallurgy operation subject
_ \h \* MERGEFORMAT
Table'3-11 & 12; and IP 0051-

b) Conduct subsequent performa
[§63.7833(a)Table 3, Item 11.b and §

The permittee must demonstraig
REF Ref284336830 \w \p \h LMF Baghouse by meeting the
EFORMAT ] and paragraphs [
REF Ref284343039 \w \h \* REF Ref284343050 \w \h \*

MERGEFORMAT Jbelow. [§2103

ds offthe time you initiated corrective action in the event of a bag leak
larm, the corrective action(s) taken, and the date on which corrective action

_Ref321489435 \w \h \* MERGEFORMAT ] above. [Permit No. 7035003-002-93900, condition
6, issued March 1, 1994; §2101.05.a.1]

Notations of visible emissions from the LMF Baghouse stacks shall be performed once per quarter

during normal daylight operations. A trained individual shall record whether any emissions are
observed. [§2103.12.h.1]
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Record Keeping Requirements

Quarterly visual inspections of the LMF dust collectors to ensure that the equipment is operating
properly, and that the integrity of the control equipment exhausts systems are not compromised by
damage, malfunction, or deterioration. Repairs shall be made as soon as practicable to correct
obvious failures or deficiencies. [§2103.12.h.1]

Notations of visible emissions from the LMF operations shall be performed once per week during
normal daylight operations. A trained individual shall record whether any emissions are observed
and whether these emissions extend beyond the facility property ling. The permittee may skip to
monthly monitoring after six consecutive months of compliange the weekly monitoring.
[§2103.12.h.1; §2102.04.¢] ;

The Department reserves the right to revert the mo
_Ref284343370 \w \h \* MERGEFORMAT ] abov
based on but not limited to the review of the con
monitoring and recordkeeping, complaints, mp
[§2103.12.h.1] ;

ate compliance with the requirements of
2103.124; §2103.12.h.1 and IP 0051-1005,

The permittee shall keep and maintain records to den
this permit, including stack test rotocols and reports.
Condition V.A.4.a]

pliance with the requirements of
sompliance shall be recorded and
2103.12; §2103.12.h.1]

The permittee shall keep and mai

emonstrate
this permit, Data and informatio i

keep the following records: [§2103.12.j; §2103.12.h.1; §63.7842(a) and IP

Subpart FFFFF, including all documentation supporting any initial notification or notification
of compliance status that was submitted, according to the requirements in §63.10(b)(2)(xiv).
2) The records in §63.6(e)(3)(iii) through (v) related to startup, shutdown, and malfunction.

3) Records of performance tests, performance evaluations, and opacity observations as required in
§63.10(b)(2)(viii).

The permittee shall keep the records required in §63.6(h)(6) and [ REF Ref284343370 \w \h \*
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MERGEFORMAT ] above for visual observations. [§2103.12.3; §2103.12.h.1; §63.7842(c) and IP
0051-1005, Condition V.A.4.c]

The permittee shall keep the records required in Conditions [ REF Ref284344718 \w \h \*
MERGEFORMAT ] and [ REF Ref284344726 \w \p \h \* MERGEFORMAT ] to show
continuous compliance with each emission limitation and operation and maintenance requirement
that applies to you. [§2103.12.j; §2103.12.h.1; §63.7842(d) and IP 0051-1005, Condition V.A.4.1]

The records must be in a form suitable and readily available to &
review, according to §63.10(b)(1). [§2103.12,j; §2103.12.h.1;
IP 0051-1005, Condition V.A.3.g]

: partment for expeditious
.7843(a) and §2103.12.j.2 and

The permittee shall record all instances of non-compli
occurrence along with corrective action taken to re

The permittee shall maintain records of all mai
(LMF) as required in condition [ REF _Ref
shall be made available to the Departmé
IP8a, Condition V.C.2.a; 25 Pa Code §129.10

1ance information required to be recorded by condition [
\h \* MERGEFORMAT | semi-annually to the Department in
n [ REF Ref471994350 \W \h \* MERGEFORMAT ] above.

“non-compliance in accordance with condition [ REF Ref296072608 \w \h
T ] above does not relieve the permittee of the requirement to report
ordance with Site Level Condition [ REF Ref34020690 ‘w ‘p ‘h \¥

limitation in Condition [ REF Ref284336830\w \p \h \* MERGEFORMAT ].. The permittee also
must report each instance in which you did not meet each operation and maintenance requirement
in Condition [ REF Ref284409235 \w \p \h \* MERGEFORMAT ]. These instances are deviations
from the emission limitations and operation and maintenance requirements in 40 CFR Part 63,
Subpart FFFFF. These deviations must be reported according to the requirements in Conditions|
REF Ref284346672 \w \h ] through [ REF Ref284346688 \w \p\n]. [§2103.12.k.1; §63.7835(a)
and IP 0051-1005, Condition V.A.5.b]
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d. For the emission limitation in Conditions [ REF Ref284336830 \w ‘p \h ], the permittee must
submit a notification of compliance status according to | REF Ref284348383 \w \p \h \*
MERGEFORMAT ]. [§2103.12.k.1; §63.7825(c) and IP 0051-1005, Condition V.A.5.d]

o

The permittee must submit all of the applicable notifications in §§63.6(h)(4) and (5), 63.7(b) and
(c), 63.8(e) and ()(4), and 63.9(b) through (h) by the specified dates. [§2103.12.k.1; §63.7840(a)
and IP 0051-1005, Condition V.A.5.¢]

rmanée test at least 60 calendar

f. The permittee shall submit a notification of intent to conduct a pgs
2.k.1; §63.7840(d) and IP 0051-

days before the performance test is scheduled to begin. [§°'
1005, Condition V.A.5.1]

g. The permittee shall submit a notification of ¢
[§2103.12.k; §63.7840(e) and IP 0051-1005, Co

1) For each initial compliance demonsty
permittee must submit the notificatiot
30th calendar day following completion of th : !

2) For each initial compliance dcmonstratlon that' clude a performance test, the permittee
must submit the notificatios ng the performance test results, before
the close of business on the
according to §63.10(d)(2).

after the end of the semiannual reporting period.

5. Each compliance report must include the information in conditions |
" ERGEFORMAT ] through [ REF Ref284348493 \w \p \h \*
s applicable, conditions [ REF Ref284348527 \w \h \*

[ REF Ref284348536 \w ‘p \h \* MERGEFORMAT 1.

If there were no deviations from the continuous compliance requirements in conditions [ REF
_Ref284344718 \w \h V¥ MERGEFORMAT ] and [ REF Ref284344726 \w \p \h \*
MERGEFORMAT ], a statement that there were no deviations from the emission limitations
or operation and maintenance requirements during the reporting period.

5) If there were no periods during which a continuous monitoring system (including a CPMS),
was out-of-control as specified in §63.8(c)(7), a statement that there were no periods during
which the CPMS was out-of-control during the reporting period.
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6.

6) For each deviation from an emission limitation in condition [ REF Ref284336830 \w \p \h ]
that occurs at the capture and control system applied to emissions, where a continuous
moenitoring system is not used (including a CPMS) to comply with an emission limitation in 40
CFR Part 63, Subpart FFFFF, the compliance report must contain the information in conditions
[ REF Ref284348479 \w \h ] through [ REF Ref284348527 ‘w \p \h ] and the information in
conditions [ REF Ref284349283 \w \h | and [ REF Ref28434928% \w \p \h ].

a) The total operating time of the capture and control system
during the reporting period. "
b) Information on the number, duration, and cause of de
if applicable) as applicable and the corrective action:

ied to secondary emissions

ons (including unknown cause,

7) For each deviation from an emission limitation o

apture and control system
applied to LMF emissions where you are using ri

system (including a

9 \w \h ] through |
84349932 \w \h

] through [ REF Ref284349936 \
malfunction.

a)
b) The date and time that
level) and high-level che
¢) The date, time, and durat
specified in §63.8(c)(7), in

the deviation during the reporting period and the total
ce operating time during that reporting period.

“of continuous monitoring system downtime during the
nd the total duration of continuous monitoring system downtime as a
gfoperating time during the reporting period.

i of any changes in continuous monitoring systems, processes, or controls
t reporting period.

specified. As specified in §63.(b)(2), the permittee shall submit the initial notification no later than
September 17, 2003. [§2104.08.a; 40 CFR 63.7840(a) and (b)]

Work Practice Requirements:

a. As required by §63.6(e)(1)(i), the permittee must always operate and maintain the LMF emission
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control system, including air pollution control and monitoring equipment, in a manner consistent
with good engineering and air pollution control practices for minimizing emissions at least to the
levels required by 40 CFR 63, Subpart FFFFF. [§63.7800(a) and RACT Order No. 235, Condition
1.1; §2102.04.b.5; §2105.03 and IP 0051-1005, Condition V.A.6.a]

b. The permittee shall calibrate, maintain, and operate all instrumentation, process equipment, and
control equipment according to manufacturer’s recommendations and good engineering practices.
[§2105.03]

C. At no time shall the permittee operate the Ladle Metallurgy ity (LMF) unless it is properly
operated and maintained according to good engineering ai ollution control practices by
performing regular maintenance with the exception of ¢
[RACT IP8a, Condition V.C.1.a.5; 25 Pa Code §129.99:

7. Additional Requirements:

a. The General Provisions in §63.1 through § in Table 4,
40 CFR Part 63, Subpart FFFFF. [§63. ndition V.A.7.a]

b. The definitions in §63.7852 are incorporated by refé [1IP 0051-1005, Condition V.A.7.b]

uss et-tvop.doc
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Process P0OOS: Dual Strand Continuous Caster

Process Description: Dual Strand Continuous Caster
Facility ID: P0O0S

Max. Design Rate: 3,467,500 TPY steel

Fuel(s): COG, Natural Gas

Raw Materials: Steel (Liquid), Fluxes

Control Device(s): See Below

Stack I.D.: See Below

Process P0O0S, the Dual Strand Continuous Caster, consists of the fi equipment and activities:

Dual Strand Continuous Caster 'ng‘
P005-2 Continuous Caster Cutting Station Caster sts inside the
. n/a (exhausts inside the

P005-3 Caster Shroud Cleaning Caster Building
Qe n/a (exhausts inside the

P005-4 Slab Slitting Caster Building

P005-5 Tundish Maintenance N/A

P005-6 Caster Mold Flux Feeder System * ha (exhau.sts. inside the

Caster Building
n/a (exhausts inside the

PO0S-7 Caster Building

Restrictions

. pyshall comply with the COG requirements in condition [
§2105.21.h.4]

n and gepair shops, shall not be operated, nor allowed to be operated, in such

fugitive emissions from any of these operations or activities, excluding
[Permit No. 7035003-002-93900, condition 4, issued March 1, 1994;

#Xceed an opacity of 15% for a period or periods aggregating more than two and one
.5) minutes in any sixty (60) minute period; or
2) Equal or exceed an opacity of 45% at any time.
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perating Permi

c. Emissions from the Caster Tundish Preheaters shall not exceed the emissions limitations in Table
V-[ REF Ref301944950 \n \h -1 below: [Permit No. 7035003-002-93900, issued March 1, 1994;
§2101.05.a.1; §2103.12.a.2.B]

Table V-] REF _Ref301944950 \n \h JF-1:
Caster Tundish Preheaters Emission Limitations

PM/ PM (filterable)
PM-condensable
Sulfur Oxide
Nitrogen Oxide
Carbon Monoxide
Volatile Organic Compounds
*A year is defined as any consecutive:]

Testing Requirements:

The Department reserves the right to
terms and conditions of this permit.
§2108.02. [§2103.12.h.1]

quire emissions tes
gsting shall be p

ficient to assure compliance with the
d in accordance with Article XXI

Monitoring Requirements:

ven gas shall be conducted according to Section 2107 08
: rrent operating scenario coke oven gas measurements are taken at the
ents will satisfy this condition (V.F.3.b). However, if there is a
nario, the sulfur concentration measurements required by this
520812 w \h ]) will be taken at the Edgar Thomson Plant.

emissions from the Caster Shop operations shall be performed once per week
laylight operations. A trained individual shall record whether any emissions are

monltormg [§2103.12.h.1; §2102.04.¢]

d. The Department reserves the right to revert the monitoring frequency in condition [ REF
_Ref284509299 \w \p \h ] back from monthly to weekly at any time, based on but not limited to the
review of the compliance certification and semi-annual report of monitoring and recordkeeping,
complaints, monitoring results, and/or Department findings. [§2103.12.h.1]
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TERMS AND CONDITIONS

4.
a.
b.
C.
5.

uss et-tvop.doc

Record Keeping Requirements

The permittee shall keep and maintain records to demonstrate compliance with the requirements of
this permit, including stack test protocols and reports. [§2103.12.j; §2103.12.h.1]

The permittee shall keep and maintain records to demonstrate comphancc with the requirements of
this permit, Data and information required to determine compliance shall be recorded and
maintained by the permittee and shall include the following: [§2 13 §2103.12.h.1]

1) The total amount and type of fuel used at the Caster Tun heaters (monthly, 12-month);
2) Dual Strand Caster production (daily, monthly, 12-menth);
3) The COG sulfur concentration, as H»S, measured '

with condition [ REF Ref295831984 \w \h | ab

4) Stack test protocols and reports.

The permittee shall maintain records of i
adjustments, and maintenance perforrt
§2103.12.h.1]

W\l \* MERGEFORMAT ]. These records shall be
uest for inspection and/or copying. [RACT IP8a,

_ Corrective action, report, or record. These records shall be
ment upon request for inspection and/or copying. [§2103.12.;.2]

ort the following information semiannually to the Department in accordance
n [ REF Refd71994350 \w \h ] above. The reports shall contain all required

3) Non-compliance information required to be recorded by condition [ REF Ref284510463 \w
\p \h V¥ MERGEFORMAT 1.

Reporting instances of non-compliance in accordance with condition [ REF Ref284510463 \w \p

\h ] does not relieve the permittee of the requirement to report breakdowns in accordance with Site
Level Condition [ REF Ref471994362 \w \h |, if appropriate. [§2103.12.k.1]
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Work Practice Requirements:

a. The permittee shall not, at any time, operate the Continuous Casting Shop unless it is properly
operated and maintained according to good engineering and air pollution control practices, with the
exception of actions to mitigate emergency conditions. [RACT Order No. 235, Condition 1.1;
§2102.04.b.5, §2105.03]

b. _ sk: Preheaters according to
manufacturer’s recommendations and good engineering pragtices, [§2105.03]
C. At no time shall the permittee operate the Dual Strand is properly operated and

maintained according to good engineering and air polhati es by performing regular

ns. [RACT IP&a,

Additional Requirements

None except as specified elsewhere.

PERMIT SHIELD
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TERMS AND CONDITIONS

Process P006: Vacuum Degasser

Process Description: Vacuum Degasser (Decarburization of Steel)

Facility ID: P006

Capacity: 1,200,000 TPY

Fuel: COG, NG

Raw Materials: Steel (Liquid), Alloying Materials, Fluxes

Safety Device: CO Flare

Stack L.D.: SO11

Restrictions:

a. The Vacuum Degasser shall not be operated witho flare on the exhaust.

operating. The presence of a flare p
equivalent device to detect the pres

o require em
. Such testing

ns testing sufficient to assure compliance with the
1 be performed in accordance with Article XXI

erating) during normal daylight operations. A trained individual shall record
issions are observed. The permittee may skip to quarterly monitoring after six
onths of compliance with the monthly monitoring. (§2103.12.h.1; §2102.04.e);

2) Monthly visual inspections of the exhaust system and control/safety device to ensure that the
equipment is operating properly, and that the integrity of the control equipment exhaust systems
are not compromised by damage, malfunction or deterioration. Repairs shall be initiated
immediately to correct obvious failures and deficiencies and completed as soon as practicable.

b. The permittee shall measure the sulfur concentration of all coke oven gas used for combustion or
flaring at the facility, a minimum of once per each successive twenty-four-hour time period. The
sulfur concentration shall be expressed and recorded as hydrogen sulfide. Measurements of
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perating Permi

hydrogen sulfide concentrations in coke oven gas shall be conducted according to Section 2107.08
of Article XXI. Under the current operating scenario coke oven gas measurements are taken at the
Clairton Plant, and these measurements will satisfy this condition (V.G.3.b). If there is a change
to the current operating scenario, the sulfur concentration measurements required by this condition
([ REF Ref103530262 \w \h ]) will be taken at the Edgar Thomson Plant. [§2103.12.h.5.B;
§2103.12.]

C. The Department reserves the right to revert the monitoring fi
_Ref301875482 \w \h ] above back from monthly to weekly at any
to the review of the compliance certification and semi-
recordkeeping, complaints, monitoring results, and/or
§2102.04.¢] '

ency in condition [ REF
_ based on but not limited
al report of monitoring and
nt findings. [§2103.12.h.1;

Record Keeping Requirements:

a. The permittee shall maintain records to de

juirements of this
permit. Data and information required to g

4" maintained

2) Total monthly Vacuum De
3) The COG sulfur concent

b.
c.
§2103.12.j]
d. facility for at least five (5) years. These records shall be made

t for inspection and/or copying. [§2103.12.h.1;

reportithe non-compliance information required to be recorded by [ REF
\* MERGEFORMAT ] semiannually to the Department in accordance with
' REF Ref471994350 \w \h ]Jabove. The reports shall contain all required
ime period of the report: [§2103.12.k.1]

] above, dges not relieve the permittee of the requirement to report breakdowns in accordance with
Site Level Condition [ REF Refd71994362 \w \h ], if appropriate. [§2103.12.k.1]

Work Practice Standards:
a. The permittee shall not, at any time, operate the Vacuum Degasser and Vacuum Degasser Flare

Stack unless they are properly operated and maintained according to good engineering and air
pollution control practices. [§2102.04.b.5; §2105.03]
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b. The permittee shall calibrate, maintain, and operate all instrumentation, process equipment, and
control equipment according to good engineering practices. [§2105.03]

PERMIT SHIELD IN EFFECT
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TERMS AND CONDITIONS

H. Riley Boiler Nos. 1,2 & 3

Process Description: Water Tube Boiler, Multi-Fuel Firing

Facility ID: B0O1 - Riley Boiler No. 1; B002 - Riley Boiler No. 2; B0O3 - Riley Boiler
No. 3

Capacity: 525 MMBtu/hr, each boiler

Max. Design Rate: 525 MMBtu/hr, each boiler

Fuel/Raw Material: BFG, COG, NG; Fuel Oil

Control Device(s): None

Stack Eds: S012 (#1 Boiler); SO13 (#2 Boiler); 5

1. Restrictions:

uss et-tvop.doc

(#3 Boiler) are each equipped

with a NOx Continuous Emission g (CEM) System

control practices by performing regular,
emergency conditions. [RACT Order No. 235

The permittee shall not operate Riley Boilers No. 3 in such a manner that emissions of
particulate matter (PM) exceed'{li

A= inai

lowal ie emissions in Ibs/MMBtu of actual heat input
tual heat input in MMBtuw/hr.

No. 1, 2 and 3 shall comply with the COG requirements in condition [ REF
w\h ]. [§2105.21.h.4; §2103.12.a.2.D]

The perniittee shall not exceed, at any time, with the exception of actions to mitigate emergency
conditions, an annual natural gas capacity factor of 78.4% for each Riley Boiler. [RACT IP8a,
Condition V.A.1.b; 25 Pa Code §129.99; §2102.04.b.5]

The maximum heat input rate to Riley Boilers No. 1, 2 and 3 shall not at any time exceed a
combined 1,575 million British thermal units per hour (MMBtu/hr). [§2103.12.a.2.B]

Emissions from each Riley Boilers No. 1, 2 or 3 shall not exceed the limitations in Table V-[ REF
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_Ref103530952 \n \h ]-1 below at any time: [§2103.12.a.2.b; §2102.04.b.5; §2104.02.a.3;
§2104.03; §2104.03.a2.2.B; SO, SIP IP 0051-1006, Condition V.A.1.c]

TABLE V-[ REF _Ref103530957 \n \h ]-1

Particulate Matter (filterable)

PM (filterable)

Sulfur Oxides®

Carbon Monoxide (CO)

Volatile Organic Compounds (VOC)

HCL

(1) A year is defined as any consecutive 12-month periody:
(2) SOz SIP TP 0051-1006, Condition V.A.1.c.Based on:

h. NOx emissions from each Riley Boilers No. ns in Table V-[
REF Ref103530952 \n\h ]-1 below, with the exce 7f actions to mitigate emergency situations
such as during periods of blast furnace gas curtai supply interruption for reasons beyond
the control of the facility: [RAET IPSa Condition : 25 Pa Code §129.99; §2102.04.b.5;
§2105.06.d]

TABLE V

uss et-tvop.doc

Boiler 1 0.07 36.75 0.05 114.98
Boiler 2 0.07 36.75 0.05 114.98
36.75 0.05 114.98

ve 12-month period.
vous Emission Monitoring (CEM) data.
pe Continuous Emission Monitoring (CEM) data

il consumption for all three boilers shall be limited to no more than 20,500
it No. 7035003-004-99200]

Boilers No. 1, 2 and 3 once every two years from the date of the prior valid test in order to
demonstrate compliance with Condition [ REF Ref283990675 \w \p \h \* MERGEFORMAT ].
Such testing shall be conducted under maximum normal (i.e., mixed fuel) operating conditions in
accordance with applicable U.S. EPA approved test methods, Article XXI §2108.02, or another
Department approved test method. During this testing, the permittee shall compute the F-factor for
BFG combustion. [RACT IP8a, Condition V.A.2.a; 25 Pa Code §129.99; 25 Pa Code
§129.100§2103.12.h.1; §2108.02.b, §2108.02.¢]
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The permittee shall have sulfur dioxide (SO») emissions stack tests performed on the boilers within
6 months of equipment installation and at least once every two years thereafter in order to
demonstrate compliance with Condition [ REF Ref283990675 ‘w \p \h ]. SO» emission tests shall
be conducted according to Article XXI, §2108.02 and with applicable U.S. EPA approved test
methods. The permittee shall submit a stack test protocol to the Department for approval at least
45 days prior to the test date(s). [SO, SIP IP 0051-1006, Condition V.A.2.a; §2108.02.b and
§2108.02.¢]

[ REF Ref102377978
issions limitation of Condition
. 25 Pa Code §129.99; 25 Pa

3 to demonstrate compliance with condition
testing shall be repeated at least once every
Testing shall be conducted in accordan
Part 60, Article XXI §2108.02, or another
§2108.02.b, §2108.02.¢]

lix A of 40 CFR
5d. [§2103.12.h.1;

issions testing sufficient to assure
stesting, if required, shall be
ite Level Condition [ REF

compliance with the terms and
performed in accordance with

30.111 relating to requirements for continuous in-stack
CT IP8a, Condition V.A.3.a; 25 Pa Code §129.100

The permittee shall measure the sulfur concentration of coke oven gas used for combustion or
flaring as required in condition [ REF Ref8638799 \w \h ]. Measurements of hydrogen sulfide
concentrations in coke oven gas shall be conducted according to Section 2107.08 of Article XXI.
Under the current operating scenario coke oven gas measurements are taken at the Clairton Plant.
If there is a change to the current operating scenario, the sulfur concentration measurements
required by condition V.F.3.d. will be taken at the Edgar Thomson Plant. [SO SIP IP 0051-1006,
Condition V.A.3.b; §2103.12.h.5.B]
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e. The permittee shall measure the H»S content of the blast furnace gas combusted as required in
condition [ REF _Ref8638786 \w \h ] [SO, SIP IP 0051-1006, Condition V.A.3.b]
f. Notations of visible emissions from the boilers No.1 - 3 operations shall be performed once per

week during normal daylight operations. A trained individual shall record whether any emissions
are observed and whether these emissions extend beyond the facility property line. The permittee
may skip to monthly monitoring after six consecutive months of compliance with the weekly
monitoring. [§2103.12.h.1; §2102.04.¢]

g. The Department reserves the right to revert the monitoring,
_Ref265679921 \w \h ] above back from monthly to weekly a
to the review of the compliance certification and sens
recordkeeping, complaints, monitoring results, and/or Depatrt

: cy in condition [ REF
time, based on but not limited
report of monitoring and
dings. [§2103.12.h.1]

h. The failure to install and operate any continuc
§2108.03.f within the time specified, the failure t&
or the knowing retention or reporting of falsg:
the remedies provided by §2109.02. [§2108

g system required by
y report 5o required,
iving rise to

a shall be a violation of

Record Keeping Requirements:

monstrate compliance with the
scords shall provide sufficient
5 of §2105.06 and RACT Permit
aintain such data and information
“frame consistent with the averaging
. rmlt No. 005 1 1008a Such information

a. The permittee shall maintain

data and calculations to clearly d
No. 0051-1008a are met. The pe

| by Section 2108.03 of Article XXI and entitled

Monitoring’
:h instance during the reporting period during which emissions exceeded
ithtion rates in Condition | REF Ref102380699 \w \p ‘\h \*
n identification of the reasons, if known, for such exceedance. The
r making such identification shall correspond to the averaging period
ion [ REF Ref102380699 \w \p \h \* MERGEFORMAT ].

1 of each period during which the continuous emission monitoring system was
ept for zero and span drift checks, the reasons therefore, and the nature of
stments performed or to be performed.

b. The permittee shall keep and maintain the following data for Riley Boilers No. 1, 2 and 3:
[§2103.12.h.1; §2103.12.j; SO, SIP IP 0051-1006, Condition V.A.4.a]

1) Amounts of fuel used, per fuel type (hourly, monthly, 12-month);
2) BTU content of the fuel use
3) Monthly average H,S contents of COG;
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TERMS AND CONDITIONS

o

5. Reporting Requirements:

a.

uss et-tvop.doc

4)
5)
6)

7)

The permittee shall keep records of visible emission notations as requs
\w \h \* MERGEFORMAT ] above. [§2103.12.h.1; §2103.12.j] .«

The permittee shall record all instances of non-compliance
occurrence along with corrective action taken to restore ¢

All records shall be retained by the facility for at lga
available to the Department upon request for ins
Condition V.A.4.c; 25 Pa Code §129.100; a

The permittee shall report the fellowing information
Condition [ REF _Ref4719943 :

1)
2)
3)
4)

2)

3)

Cold starts (date, time and duration of each occurrence);

Total operating hours, (hours/day, monthly and 12-month);

Records of operation, maintenance, inspection, calibration and/or replacement of combustion
equipment as required to demonstrate compliance with condition [ REF Ref264977460 \w \h
\* MERGEFORMAT ].

Stack test protocols and reports.

dby [REF_Ref265679921

onditions of this permit upon

.12.5.2; RACT IPSa,

ermit No. 7035003-004-9

epartment in accordance with General
al calendar basis. The reports for
»the time period of the report:
8a, Condition V.A.5.a]

above on a sent

(date, time and duration of each occurrence);
mation requiredip be recorded by condition [ REF _Ref05725408 \w \p

ition [ REF Ref264977646 \w \h ]. NOx CEMS data
able to the Department upon inspection or request. [§2108.03.d]

of each instance during the reporting period during which emissions exceeded
emission limitation rates in Condition [ REF Ref55689587 \w \h ] and an

makipg such identification shall correspond to the averaging period specified in condition |
REF Ref526865122 \w \p \h .

An identification of each period during which the continuous emission monitoring system was
inoperative, except for zero and span drift checks, the reasons therefore, and the nature of
repairs or adjustments performed or to be performed.

An identification of calibrations, zero and span drift checks, and other quality assurance
procedures.
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TERMS AND CONDITIONS

Reporting instances of non-compliance in accordance with condition [ REF Ref95725408 \w \p
\h \* MERGEFORMAT ] does not relieve the permittee of the requirement to report breakdowns
in accordance with Site Level Condition [ REF Refd71994362 \w \h ], if appropriate.
[§2103.12.k.1]

Work Practice Standards:

uss et-tvop.doc

All three Riley boilers shall exhaust at all times to a common sta
release height of 70 meters. [SO, SIP IP 0051-1006, Condition V A

At no time shall the permittee allow Riley Boilers No. 14
equipment is properly operated and maintained accordipg
control practices by performing regular maintenan
emergency conditions. [RACT IP8a, Condition V. A,

o operate unless the subject
ngineering and air pollution
don of actions to mitigate
:Pa Code §129.99]

PERMIT SHIELD IN
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TERMS AND CONDITIONS

L Blast Furnace Slag Pits

Process Description: Air cooled slag pit system utilizing direct pour of Blast Furnace 1 and 3

slag into troughs located in the blast furnace Casthouse floors and
transferred to pits adjacent to blast furnaces

Facility ID: F001
Throughput: 581,565 TPY
Raw Material: Blast Furnace Slag
1. Restrictions:
a. The pemnttee shall maintain and oper ate the Blast Fum,

regular maintenance,
MERGEFORMAT 1. [Pernnt No. 7035003
§2103.12.a.2.B]

The permittee shall conduct slag pit tran:

The permittee shall comply w
[§2105.20.b]

matter beyond the facility boundary in accordance with Article XXI
e.and record all findings and corrective action measures taken. [Permit

2.
The Department reserves the right to require any emissions testing sufficient to assure compliance with the
terms and conditions of this permit. Such testing, if required, shall be performed in accordance with Article
XXI §2108.02 and Site Level Condition | REF Ref64261102 \w \h ] above (“Emissions Testing
Requirements™). [§2103.12.h.1]

3. Monitoring Requirements:

uss et-tvop.doc
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a. Notations of visible emissions at the property line attributable to the slag pit digging and slag
handling operations shall be performed once per week during normal daylight operations. A trained
individual shall record whether any emissions are observed and whether these emissions extend
beyond the facility property line. The permittee may skip to monthly monitoring after six
consecutive months of compliance with the weekly monitoring. [§2103.12.h.1]

b. The Department reserves the right to revert the monitoring frequency in condition [ REF
_Ref283997531 \w \p \h | back from monthly to weekly at any time, based on but not limited to
the review of the compliance certification and semi-annual report of ormg and recordkeeping,

trained in the appearance and characteristics of norm:
[§2103.12.h.1]

Record Keeping Requirements:

a. The permittee shall record all instances

REF Refl02540168 \w \p \h \*

for at least five (5) years. These records shall be made
nspection and/or copying. [§2103.12.j.2]

epartment every six months, in accordance with General
94350 \w \h ] above, all instances of non-compliance with the conditions
action taken to restore the subject equipment into compliance.
thls permlt are comphed with during the reporting period, then no

[§2103.1
Work Practice Standards:

The permittee shall calibrate, maintain, and operate all instrumentation, process equipment, and control
equipment according to the applicable terms and conditions of this permit. [§2105.03]

PERMIT SHIELD IN EFFECT
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TERMS AND CONDITIONS

J. Diesel Emergency Generators: GEN-1 and GEN-2

Facility ID: GEN-1 and GEN-2
Manufacturer/Model: Cummins

Max. Design Rate: 2,922 HP (2179 kw)
Raw Materials: Diesel Fuel

Annual Fuel Consumption: 74,633 gal/yr

Max. Fuel/hour: 149 gal/hr

BTU Rating: 20.5 MMBtu/hr
Control Device: None (Tier 1)

1. Restrictions:

' in any consecutive
102.04.¢;

more than 50
ecks and readines

a. The permittee shall not operate emergency gen
12-month period, including operation for ma
IP 0051-1009, Condition V.A.1.a]

b. Diesel fuel consumption shall be limited to 149 our and 74,633 gallons per consecutive

12-month period. [§2102.04.e; IP 0051-1009, Co

c. The permittee shall only coml [ § iesel fuel that meets the following
requirements: [§2102.04.e; §60. (

¢ weight) (15 ppm S); and
content of 35 volume percent

: y power as part of a financial arrangement with another entity. [§2102.04.¢;
51-1009, Condition V.A.1.¢]
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TERMS AND CONDITIONS

perating Permi

f. Emissions from the emergency generator shall not exceed the following at any time: [§2104.02.a,
§60.4202, §60.4205(b), §89.112 Table 1; IP 0051-1009, Condition V.A.1.f]

TABLE V-[ REF _Ref103534297 \n \h ]-1

articulate .
PMo 1.4 .
PMa ;s 1.4 0.34 0.7
Sulfur Dioxide (SO») 0.04 0.01 0.02
Carbon Monoxide (CO) 6.4 1.6 3.2
Nitrogen Oxide (NOx) 45.1 11.3 22.6
Volatile Organic Compound 3.2

*A year is defined as any consecutive 12-month

2. Testing Requirements:

ficient to assure compliance with the
ordance with Site Level Condition

The Department reserves the right to
terms and conditions of this permit. Suc
[ REF Ref64261102 \w\h ] above entit

ire emissions testi
ig.shall be performe

3. Monitoring Requirements:

2)

3) :

4) Operating hours (monthly and 12-month) as recorded by the non-resettable hour meters
required under condition [ REF Ref55215852 ‘w \p \h |; and

5) Records of operation, maintenance, inspection, calibration, and/or replacement of combustion

equipment.
b. Records of fuel supplier certifications used to demonstrate compliance with the sulfur limitations

of Condition [ REF Ref512343275 \w \p \h ] shall be maintained per shipment and include the
following information: [IP 0051-1009, Condition V.A.4.b; §2103.12.]
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TERMS AND CONDITIONS

1) The name of the diesel fuel supplier, and
2) A statement from the fuel supplier that the diesel fuel complies with ASTM D975 “Standard
Specifications for Diesel Fuel Oils”.

C. Instances of non-compliance with the conditions of this permit shall be recorded upon occurrence.
[IP 0051-1009, Condition V.A.4.c; §2103.12.j]
d. All records shall be retained by the facility for at least five (5) yeats se records shall be made
available to the Department upon request for inspection and/ort6pying. [TP 0051-1009, Condition
V.A.4.d; §2103.12,3.2] :
5. Reporting Requirements:
a. The permittee shall report the following informa; nually in accordance

with General Condition [ REF _Ref471994336 tw \h ] above. The reports s

pntai
information for the time period of the repor 051-1009, Condition V.A.5

n all required
12.k]

7 \w\h \* MERGEFORMAT [, [

1) Information required under conditions [ R :
and [ REF Ref512343362 \w \p \h \*

REF Ref512343343 \w \h \* MERGEFORM
MERGEFORMAT ;
2) Non-compliance informati
\p \h \* MERGEFORMAT ]
3) Diesel fuel certifications and
certifications represents all the

operation and maintenance manuals shall be kept on site at all times for the life
0051-1009, Condition V.A.6.c; §2105.03; §60.4206; §60.4211(a)]

None, except as pfovided elsewhere.

uss et-tvop.doc
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TERMS AND CONDITIONS

K. Circulating Water Cooling Towers

Process Description: Seven cooling towers (Caster Mold Water, Caster Internal Machine,
Caster Spray Water, Degasser, BOP Open Hood Tower, BOP Gas Cooling
Tower, Blast Furnace Recycle and Blast Furnace Closed Loop)

Capacity: 69,666 gallons recirculating water per minute, total
Raw Material(s)/Fuel(s): River make-up water
Control Device: Mist eliminators

1. Restrictions:

a. The following cooling towers shall be equipped with mi
times the unit is operating: [§2103.12.a.2.B]

hich shall operate at all

1) Caster Internal Machine
2) Caster Spray Water

3) BOP Gas Cleaning

4) BOP Open Hood

5) Blast Furnace Recycling
6) Degasser

b. Emissions from the Cooling To
_Ref103534534 \n\h J-1 below:

secutive 12-month period.

2.
e right to require emissions testing sufficient to assure compliance with the
ermit. Such testing shall be performed in accordance with Site Level Condition
[ REF Ref64?2 #\h | (Emissions Testing Requirements). [§2103.12.h.1]
3. Monitoring Requirements:

The permittee shall monitor the total dissolved solids (TDS) of the recirculating water (Conductivity may
be used to estimate TDS) at least once per month for the purpose of emission inventory. [§2103.12.3;
§2102.04.¢]
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TERMS AND CONDITIONS

4.

a.

b.
5.

a.
6.

uss et-tvop.doc

Record Keeping Requirements:

The permittee shall keep and maintain the records of TDS (required to be monitored by condition
[ REF Ref89857461 \w \h \* MERGEFORMAT ] and present such records upon request by the
Department. [§2103.12.j; §2103.12.k]

The permittee shall keep and maintain the records of the completed inspection and maintenance
as required by conditions [ REF Ref296326260 \w \h \* MERGEEQRMAT ] and [ REF
_Ref296326268 \w \h \* MERGEFORMAT ] below and present.st ords upon request by
the Department. [§2103.12.j; §2103.12.k]

cords shall be made
i; §2103.12.k]

in accordance with General Co
contain all required informatio

The pemﬁttee shall inspect the cooling towers system for biological activity quarterly. Any noted
deficiencies shall be corrected as soon as possible. [§2103.12.k.1]

The permittee may revise the work practice required in condition [ REF Ref296326260 ‘w \h ]
and [ REF Ref296326268 \w \h ] above by providing notice to the Department. [§2103.12.k.1]

[ PAGE ] Proposed: May 26, 2022



PERMIT SHIELD IN EFFECT
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2. Testing Requirements:

3.

4.

5.
a.
b.

uss et-tvop.doc

The Department reserves the right to

L. Plant Roads
Process Description: Paved and Unpaved Plant Roads and Parking Areas
Facility ID: F002
Fuel/Raw Material: N/A
Control Method(s): Wet Suppression; Chemical Treatment; Paved Road Sweeping
1. Restrictions:
a. The permittee shall take actions to minimize the potential for f e dust emissions from vehicular

traffic on all plant paved and unpaved roads and areas to con th Site Level Conditions | REF
_Ref64261182 \w \h ], [ REF _Ref34021702 \w \h ]

including but not limited to, the following: [§2105.40; §

1) For paved roads and other paved areas: pe
and/or proper maintenance. :

2) For unpaved roads and other unpaved ares
suppressants.

5 testing sufficient to assure
f required, shall be performed in
REF Ref64261102 \w \h ] above

The permittee shall prepare the dates on which chemical dust suppressant was applied, and for each
date, the location(s) and the dilution ratio(s) of the application. [§2103.12.k]

The permittee shall report to the Department every six months, in accordance with General
Condition [ REF Ref471994350 w \h | above, all instances of non-compliance with the conditions
of this permit along with corrective action taken to restore the subject equipment into compliance.
If all the terms and conditions of this permit are complied with during the reporting period, then no
report is necessary under this permit condition. [§2103.12.k]
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c. Reporting instances of non-compliance in accordance with condition [ REF Ref95731065 \Ww \p
\h \* MERGEFORMAT ] does not relieve the permittee of the requirement to report breakdowns
in accordance with Site Level Condition [ REF Ref471994362 \w \h ] above, if appropriate.

[§2103.12.k.1]

6. Work Practice Standards:

None except as specified elsewhere.
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TERMS AND CONDITIONS

Storage Piles: Slag Storage Piles

Process Description: Slag Storage Piles

Facility ID: F003

Max. Design Rate/Units: 2 Acres

Raw Materials: Steel Slag

Control Device(s): Fugitive dust control, i.e., material moisture content >1.5%

Restrictions:

a. The permittee shall not operate or allow to be operated; st o storage piles unless fugitive

particulate emissions control measure are properly maint rated at all times. [§2105.03]

b. The truck or rail unloading equipment shall be oper;
at or beyond the property line. [§2104.05]

10 emissions are visible

Testing Requirements:

iciént to assure cofnpliance with the
rmed in accordance with Article XXI

The Department reserves the right to require emissions™
terms and conditions of this permit. Such testing shall bé
§2108.02. (§2103.12.h.1)

Monitoring Requirements:

None except as specified elsewhere.
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TERMS AND CONDITIONS

Paints/Thinners & Solvents Degreaser:

Process Description: Paints, Thinners, Solvent Degreasers

Facility ID: F004

Capacity: 795 gal/yr (Paint & Thinners); 2,949 gal/yr (Solvent Degreaser)
Control Device: None

Restrictions:

anner that waste solvents are

a. The permittee shall operate the solvent degreaser in such,
' no more than 20% by weight

transferred to another party or disposed of by means of insus
of the solvent evaporate into the air. [§2105.15.a.2.A]

b. The permittee shall drain the cleaned parts for til dripping ceases.
[§2105.15.2.2.D]

Testing Requirements:

1 emissions testing sufficient to assure
ting, if required, shall be performed in
[ REF Ref64261102 \w \h ] above

The Department reserves the right to require any ad
compliance with the terms and conditions of this permit.
accordance with Article XXI §2108.02;and Site Level Co
(“Emissions Testing Requirements”). [ :

Monitoring Requirements:
None except as provided elsewhere.

Record Keeping Ri

None except as prov

Reportin

ver the tank to prevent evaporation of solvent during periods of non-use.

hall store the waste solvent in a covered container. [§2105.15.a.2.B]

c. The permitice shall operate and maintain the volatile materials storage containers and drums in
accordance with manufacturer's recommendations and good engineering practices.
[§2103.12.a.2.B]

d. All containers and drums of volatile materials, paint, thinners and solvent fluid shall remain closed
at all times unless filling, draining, or performing cleanup operations. [§2103.12.a.2.B]
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TERMS AND CONDITIONS

Pot Coat Winter Grade

Process Description: Pot Coat—Antifreeze

Facility ID: F0O05

Max. Design Rate: 911,138 Pounds/Yr

Raw Materials: Antifreeze

Control Device(s): None

Restrictions:

a. The winterized pot coat usage shall not exceed 911,138 po elve (12) month consecutive

period. [§2103.12.g; §2105.10; §2103.12.a.2.B]

b. The methanol content of the pot coat shall not exc weight, ime. [§2103.12.g]

c. The emissions from the pot coat usage shall exceed the limits summart

_Ref103535524 \n\h ]-1 at any time. [§210

Table V-[ REF

TABLE V-] REF Ref1035358

VOC/HAPs (Methanol)

IA year is defined as any consecu

Testing Requirements;

The Department |
terms and condi
[ REF Ref642611
[§2103.12.h.1; §2103.

sions testing sufficient to assure compliance with the
rformed in accordance with Site Level Condition
ting Requirements”) and Article XXI §2108.02.

The permittee shall report the monthly usage of pot coat antifreeze used for ladle maintenance containing
hazardous air pollutants of VOCs semiannually in accordance with General Condition [ REF
_Refd71994350 \w \h ] above. [§2103.12.k.1; §2104.08.c]

Work Practice Standards:

None except as specified elsewhere.
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V1. MISCELLANEOUS

No miscellaneous sources exist for this facility.
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OPERATING SCEN 085

VII. ALTERNATIVE OPERATING SCENARIOS
A. BOP Slag Handling

The Edgar Thomson Plant presently uses an on-site contractor for the BOP Slag Processing activities. This
alternative operating scenario is to allow the plant to conduct BOP Slag Processing activities in the event that the
use of the on-site contractor is discontinued.

1. Restrictions.

a. In the event that the use of the on-site contractor is discony nd the permittee conducts BOP
b.

accordance with Article XXI1. [§2103. 12.a.2.B§
c. Upon request, the permittee shall provide the Departr ith a list of equipment (make, model,

capacity etc.). [§2103.12.a.2.B}:
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B. Waste Product Recycling and Briquetting Process

The Edgar Thomson Plant currently uses an on-site contractor for the Briquetting of various plant sludges
(furnace dust, slag and sludge, mill scale, and lime and coke fines) for recycling purposes as furnace
charge. This alternative operating scenario is to allow the plant to conduct Briquetting activities in the
event that the uses of the on-site contractor is discontinued.

1. Restrictions

a. In the event that the use of the on-site contractor is discontin
Product Recycling and Briquetting Process activities usin

d the permittee conducts Waste

c. Upon request, the permittee shall provide the D
capacity etc.). [§2103.12.a.2.B]

PERMIT SHIE

uss et-tvop.doc [ PAGE ] Proposed: May 26, 2022



VIII. EMISSIONS LIMITATIONS SUMMARY

The annual emission limitations for the U.S. Steel Edgar Thomson plant facility are summarized in the following
table:

Particulate Matter 1,579.79
PMyq 1,450.81
PM> s 1,370.82
Nitrogen Oxides (NOx) 1,436.96
Sulfur Dioxide (SO3) 4,059.09
Carbon Monoxide (CO) 19,524.54
Volatile Organic Compound (VOC) 157.22
Lead 1.18
Total HAP 174.53
12,241,161
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